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Yealink Redirection and Provisioning Service (RPS)

Welcome

About this manual

This Yealink Redirecti@nd Provisioningservice Manual provides information on how to setup and
operate on Yealink Redirection Servi€his manuais for distributors, deployers, Users and VAR Users of
Yealink products who configure and manage devices, servers and accounts.

DocumentOverview

This manual is divided into three main pdbisuser type:
ForVAR Userplease go taPAGEL-13¢

ForUser, please go t@PAGE 4¢

ForEnduser, please go tePAGEL5¢

Introduction

RPS is a free service developed for all Yealink customers worldwideigh RPSgrvice providers can
greatly simplify mass deployments of Yealink phonage $ime and money in configag and shipping
phones, reluce errors caused by complicated manual configuration.
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Guide for VAR User

Guide br VAR User

1 Logging into the RPS

The WebUl URL ikttps:/rps.yealink.comFirst of allaVAR User must be assigned a Username and
Password by the éink Administrator, andhen use these credentials to login the RPS.

To login the RPS Web Ul
1. Type the URL in the address bar of your web browser and press <Enter>. The login page displays as
Figure 1.1

@ https//rpsyealink.com/index.jsp

Redirection& Provisioning Server

Yealink

Username:
Password:

["JRemember Password

Login |

Yealink Network Technology Co. Ltd All Rights Reserved
Contact Support of Yealink Corporate
Version 101

Figure 1.1
2. Enter the Username and Password proddsy Yealinladministratorand then press <Enter> or click
Login button, the main page displays as Figure 1.2:

var@yealink.com

Redirection& Provisioning Server g mmrrearrs

- e (
Yeal'nk Add Server Add Device Add User

Summary
The current statistics for your account are as follows:
Servers:1
psess Devices: 10 ( 1 Unregistered )
Devices Users:1
Servers Check Device Status
Log Set Unregistered Devices

Figure 1.2
Notes:
rt If you forge your username and passworgbleasecontact Yealink administratofor assistance.
re For security, wu will logout automaticallyafter you stay inactive for 10 minutes.
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Guide for VAR User

2 Adding Users

With a VAR User account, you can add as many Users as regsjediallyfor Service Providergour
reselless and partners

To add Users to your accotin

Please contact Yealink sales representatives to apply for adding

Users to your account.
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Guide for VAR User

Adding Devices

Throughadding devices, a VAR User can assign the Yealink devicepdoificserverpre-added, which
means VAR witkdirect the devices to itswan config servefor fallbacketc..
Additionally as a VAR, you can help your service providers to redisetevices

To adddevices to aserver
1. On the summary page, cligiddd Deviceon the top shortcutbuttons, then Add Device dialog displays

as Figures.1:
(Additionally, you can clickdd button on Servers list page to display Add Server dialog)

Add Device ®
Enter MAC: Enter MAC and press Ente + add
X Delete

' MAC List:
i Clear all

Server: Nane -

Save Cancel
Figure 3.1

2. In theEnter MACtield, enter a valid MAC address and press <Enter>, the MAC address you entered
appears in the MAC Ljsh this way, you can addultiple MAC addressame by one
Notes:
Four types of alid MAC address formats are 00156500000@;15-65-00-00-01,00 15 65 00 00
01,00:15:65:00:00:00:01
¢Invalid MAQ natification means that the MAC address format is invalid.
Each MAC address can only be added one time by the same ufgou want to readd the MAC
address, you should delete it and then add it.
If you enter a MAC that another RPS user has addéverride current registrationcontinue®
notification will pop up, yai should check the MAC carefully before pressineE to override.
3. IntheMAC Lisfield, you can delete or clear the incorrect MAC addresses
4. IntheServerfield, you can select the servtrat you want to assign the MAC addresses to.
Notes:
The Server &ld can be None.
5. ClickSavebutton to add these MAC addresses.
6. After adding devicesuccessfullyDevices page displays as Figure 3.2, and the MAC addresses you just
added will display in the top of the list.
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Guide for VAR User

var@yealink.com

Redirection& Provisioning Server

Yealink () (o) e
|[Q\search |

[Search MAC addresses

Devices

Summary L+ Add J [ Edit J L Upload J X Delete

Users B MAC Address Server Username IP Address Date Registered Last Connected
] 00-15-65-99-88-80 user@yeali...

.
] 00-15-65-99-88-78 VAR userser.. var@yealin... 2011-11-28 07:24
2011-11-28 07:24

Servers (] 00-15-65-99-88-79 VAR userser.. var@yealin...

Log

<JEM> ) Jeo. 3

Figure 3.2
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Guide for VAR User

4 Mass adding devices by uploadimgCommaSeparatedvalue
(CSV) File

Through this feature, you can add a large number of MAC addresses at one time. You can save these
R S @ AMAS ad@resses in a *.csv or *.xls file on your PC, and then upload it to the RPS.

To add multiple deviceasinga *.csv or .xls file
1. Open a new document using a spreadsheet applicatmnMicrosoftd EO St n 0
2. In the first columnenter the MAC addresses of the devices you want to add to the@®iSexample
is shown agigure 4.1
Notes:
it You musttype the MAC addresses in the firsblumn. Othercolumns will be ignored
re 00-15-65-00-00-01 format is recommendedin addition, 00156500000100 15 65 00 00 01,
00:15:65:00:00:00:04re also supported.(00156500000a&rmat is notavailablein *.csv filg
because thed00¢ in the beginningwill cause incompatibility)

P e
A B c D E F G H L
1 00-15-65-99-88-77
2 00-15-65-99-88-78
3 00-15-65-99-88-79
4 00-15-65-99-88-80
5 00-15-65-99-83-81
6 00-15-65-99-85-82 1
7 00-15-65-99-88-83
8 00-15-65-99-88-84
9 00-15-65-99-88-85
10 00-15-65-99-88-86
11
12
Figure 4.1

3. {1 @S &2dzNJ FAE S 2y @& Fodnsda O a dra AgiEhe defpd&d@dbe | 8¢ Ay (KS
userdefined.
Notes:
fL The file nust be less than 1MB in size.
re To check the validity of your .csv file, open it from plaiext program {(.e., Notepad, TextEdit).Make
sure there are no extra commasther than betweenfields.
re *.xIsx file is not supported athe moment.
4. On the summary page, click Devices on the left menu, then Bxpacedisplays as Figu@2:
5. ClickUploadbutton, the Upload H& dialog displays as Figur@4.

Upload File »®
File to Upload: *
Server: Mone j
|f Upload | | Cancel |
Figure 4.2
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6. IntheFiletoUpload¥ A St RX Of A 01 . NP saxe8iNdyBurRC2 FAYR (GKS FAf S
7. IntheServerfiled, generally select None gpeciallyselect the server added kypurself.

8. ClickSavebutton to add these MAC addresses.

10. After adding devicesuccessfullyDevices page displays, and the MAC addresses you just ailted

display in the top of the list.
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5 AddingServers

Before a device can be redirected to a specific configuration server, the server must be added to the RPS
by entering a name and a URL.

To add aconfiguration server to the RPS

1. Onthe summary page, diddd Serveon the top shortcutbuttons, then Add Server dialog displays
as Figure 5.1:
(Additionally, you can clickdd button on Servers list page to display Add Server dialog)

Add Server %

Name:

URL:

{ Save J L Cancel l

Figure 5.1

2. In theNamefield, enter the namehat must be less than 20 cleters.
3. IntheURLfield, enter theexactserver addresthat must be less than 255 characters

Note:

Four types of URL are supported: https/http/ftp/tftp
4. ClickSavebutton to add the serveto the RPS.
5. After adding server successfully, Servers page ¢isp@ia Figure 5.2. The server you just added will

display in the top of the list.

var@yealink.com

Redirection& Provisioning Server

Yealink Cesw) (o) o )

Servers Search server names [O\Search J
Summary [+ Aw | [ Delete |
Users ]} Name URL # of Devices Username
] VAR user server hitps:/var.com 4 var@yealin..
Devices
Log
<1 [>]_Jeo 111
Figure 5.2
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6 ManagingYour Account

To change your profile

1.

2.
3.

ClickProfile button on the topright menu, Edit Profile dialog displays as Figure6.1

Edit Profile x

|Beautiful Software
park,Xiamen,China
Address:

Work Phone: +86-0592-5703200

Mobile Phone: +86-159-8887-9999
save | | Ccancel
Figure 6.1

You can change yo address, work phone and mobile phone.
Click Save button to save your changes.

To change your password

1.

2.
3.

ClickPassword Resdiutton on the topright menu, Reset User Password dialog displays as Figure6.2

Reset User Password b

Current Password:
New Password:

Password Confirm:

| save | | Ccancel \

Figure 6.2
Enter your current password, new passw and confirm new password.
Click Save button to save your new password.

To logout from the RPS

1.

ClickLogoutbutton on the topright menu,login interface displays as Figles.
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Guide for VAR User

A hitps//rps.yealink.com/indexjsp

Redirection& Provisioning Server

Yealink

Username:
Password:

[“IRemember Password

Login |

Yealink Network Technology Co. Ltd All Rights Reserved.
Contact Support of Yealink Corporate
Version 1.0.1

Figure6.3

To view your summarynformation
1. Click Summary on the left ma, Summarypagedisplays as Figure 6.4

var@yealink.com

Redirection& Provisioning Server preerreeres

- : S
Yea,'nk Add Server Add Device Add User

Summary
= =
The current statistics for your account are as follows:
Servers:1
Users Devices: 10 ( 1 Unregistered )
Devices Users:1
Servers Check Device Status
Log Set Unregistered Devices

Figure 6.4
2. You can know the count of Servers added by you and your Users, the count of Devices you own, the
count of Users added by you.
Note:
oDevices:1qQ1 Unregisteredé means: you have 1@ieces of Yealink pmuctsadded to RP$ total,
there into, 1 of them hasnot been assignedo a specific server.
3. You can check one devigeegistrationstatus by the MAC addresSlick Check Device Status button
and fill the MAC address you want to check, then click SaiPeess <Enter>, the status will appear.
4. You can set Unregistered Devices. Click Set Unregistered Devices button and the Unregistered devices
page displays as Figure 6.5
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var@yealink.com

Redirection& Provisioning Server T pr—— m——r—

Yealink () (o) (o]

Unregistered Devices Search MAC addresses LO\Search |
Summary [+ Aw [ Edit ] [ Upload ] [ Delete ]
Users i MAC Address Server Username IP Address Date Registered Last Connected
= []  00-15-65-99-88-80 user@yeali.
Servers
Log

<M Jeo 1111
Figure 6.5

To manage your Users

1. Click Users on the left menu, Users page displai&case 66

var@yealink.com

Redirection& Provisioning Server

Yea'ink [ Add Server J [ Add Device J L Add User J

Users

Summary (ndauser | [xDelete |
a Full Name Username Address Work Phone  Mobile Phone

] User user@yealink.co... Mailing address of u. +1-976-3579 +1-2178659

[Search full names | @Qsearch |

Devices
Servers

Log

Figure6.6
2. On theUsers pageyou can manage yowsers through the following operation:
Add UserClick Add User button, theseedAdding Use¢  LJI NJi

Delete UserClick the checkbox beside the User name and tHiek Oelete button on the top.
Caution:

Deleting a User camot be undone. After the user is deleted, all the data asgatedwith it will be
removed.

Edit User:Just click théull Name of the user which is blue fariEdit User page displays as Figure 6.7
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Edit User x

Full Name: User

Username: user@yealink.com

Password: ~ [esssesssccsssscssssvesssnee *
Repeat Password: esesssssscssssssssssssssnee *

iMailing address of user’s

|company
Address:
Work Phone: +1-976-3579
Mobile Phone: +1-2178659

[ Save J i Cancel W

Figure 67
Change password for Usejust delete the current password and enter new password, repeat password,

then click Save button.
Find UserJust entempart or full name of the user in the search frame, then click Search button, and

search resultsidplays in Users page.
View UsersYou can sort all the users by clicking any of the column headiagsé@mdingr descending
order. Bydefault, users are sorted in descending order by modification date.

To manage your Devices
1. Click Devices on ¢hleft menu, Devices page displays as Fige 6.

var@yealink.com

Redirection& Provisioning Server

= S 3
Yea"nk Add Server ] [ Add Device AddUser |

Devices Search MAC addresses

Qsearch |

Summary (+ Aw | [ Eat | [ upload | [ Delete ]

Users MAC Address Server Username IP Address Date Registered Last Connected
00-15-65-99-88-80 user@yeali..

00-15-65-99-88-78 VAR userser..  var@yealin.. 2011-11-28 07:24

Servers 00-15-65-99-88-79 VAR userser..  var@yealin... 2011-11-28 07:24

Devices

Log

<]t [>]_Jeo 1313

Figure
Note:
The devicegou can searethe deviceghat you have addedo the RPS.
2. On the Devices page, you can manage your devices through the following operation:
Add DevicePlease seéAddingdevicet part
Upload DevicesPlease seéMass adding devicéspart
Edit DeviceJust click the MAC addretbet is blue font. The Edit Device page displays as Figure 6.9
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Edit Device x
MAC Address: 00-15-65-99-88-78 A
server: [ VAR user server =]
L Save ] [ Cancel J
Figure 6.9

DeleteDevicesClick the checkbox beside the MAC address and then Click Delete button on the top.
Caution:

Deleting adevicecamot be undone. After thedeviceis deleted,the asciation with the server

will be removed but you can readd it to the RPS anytime.

View DevicesYou can sort all the devices by clicking any of the column headiagsendingr
descending order. Byefault, devices are sorted in descending order by modification date.

To manage your Servers
1. Click Servers on the left meru.S NI3p&dldisplays as Figure 6.10.

var@yealink.com

Redirection& Provisioning Server

Yea'ink [ Agasener | [ Acapevice \ [ gauser |
er names BSearch ‘

Servers [search serve

Summary (+ a0 ] [xDelete |

Users (] Name URL # of Devices Username

] VAR user server https:/var.com 4 var@yealin...

Devices

Log

<Jla >]_Jeo 1111

Figure 6.10
2. Onthe Servers page, you can manage your devices through the following operation:

Adda Server:PleaseseedAdding serve¢ part
Edita Server:Just click the server Name that is bfoat. The Edit Server page displays as Figure 6.11

Edit Server x

Name: VAR user server

URL: https://var.com

{ Save 1 ! Cancel 1

Figure 6.11
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Delete Serves. Aick the checkbox beside tleerver nameand thendlick Delete button on the top
Caution:

Deleting aservercamot be undone. After theserveris deleted,those devicesassociated with the
serverwill be removedfrom the RPS.

View ServersYou can sort all theerversby clicking any of the column headingsastendingr
descending order. Bgefault, serves are sorted in descending order by modification date.

To view sytem Log
1. ClickLogon the left menu. Log page displays as Figure 6.12.

var@yealink.com

Redirection& Provisioning Server

Yea'ink [ Adaserver } [ Add Device } [ Adauser |

Log User. Date: to [ search |

Summary [ Export ]
Users User IP Address Date Action Result
X var@yealink.com 125.77.25453 2011-11-28 07:26 Add Device Success
Devices var@yealink.com 125.77.25453 2011-11-28 07:25 Add User Success
Servers var@yealink.com 1257725453 2011-11-28 07:24 Add Devices Success
var@yealink.com 125.77.254.53 2011-11-28 07:24 Add Server Success
o9 var@yealink.com 125.77.25453 2011-11-28 07:18 User Login Success
var@yealink.com 125.77.254.53 2011-11-28 07:13 User Login Success

<JFB(>]L Jeo 1616

Figure 6.12
2. Onthe Log page, you can manage your devices through the following operation:
(1) Export operation log by clicking Export button.
(2) SearcHog by user name and date.
(3) Viewthe log by sorting them in the column headings.

Note:
If you want touse API for reprogrammintp your system, i.e. IP PBX, ERP or Website, you can contact
Yealinkteam to geté XML-API for Yealink RESlocument.

13| Yealink



Guide for User

Guide br User

The following table identiés the functions for a VAR User and User:

Function \ VAR User User

General

Viewsummaryinformation of your account S S
Change youprofile for your account S S
Changeyour password for your account S S
Add servers to the RPS S S
Add devices to the Fifby MAC addre3s S S
Upload devices to the RPS by/gsfile S S
To manageyour servers S S
To manageyour devices S S
Viewsystemlog S S
Exclusive

Add Users tgour account S -
To manageyour Users S -

User screens are a subset of VAR Wsezen, therefore, for more details for Usgperation please see
OVAR sessidron Page 314.

Note:

If you want touse API for reprogrammintp your system, i.elP PBXERP or Website, you can contact
your local disributor to geté XML-APIfor Yealink RPSdocument.
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Guide br Enduser

When theend-usergetsthe IP phonepower up the phone, the bootup processes Yealink T28 IP phone
are as followings:

Weleome

P Network Checking !
»+sx  Initializng =we-

Please Wait
Figurel Figure2
Sending Provision Requests... Configuration Updating!
Figure 3 Figure 4
C Network )
WAN Type: DHCP 4)
VLAN Status: Disable 4)
802.1x Mode: Disable 4)
VPN Active: Off 4)
Back Next
Figure5

1. OnFgure2, if your phone cannot connect to the network, théetwork Unavailableg!will display
on the screenApproximatdy 50seconds laterffigure 5Swill come out to allow you to reconfigure the
network, at this point you should check your network cable connection or set your network
parameters, then press Next softkey to try again. (Press Back softkey will skip the process of
contacting the RP&nd boot up normally

2. OnFigure 3 the phone is contacting the RPS and getting the specific URL of the configuration server.

3. If network is available hie phonewill goto Configuration Updatiniterface

4. After successfully updating, yophone will reboot automatically. If failedJpdae Failed€will
display on the LCD first ,and go to idle interface 3 seconds later.

Notes:
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rt After the screen of configuration updatinghe authentication screen will display if theonfiguration
server is authority requiredOn the authentication screen, you should enterg¢tusername and
password providedy your service provider.

re After the configuration update is done, the phone wd@@contact the RPS until you reset the phone to
factory default.

re If youreally want the phone to contact the RPS again without resetting to factory defgéeilg.,you
don@want to lose your personatonfigurationin the phone) you cancontact your service provider for
assistance
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About Yealink

Founded in 2001, Yealink is the professional designer and manufacturer of IP Phone and Fhbfiideo

for the worldwide broadband telephony market. For more than ten years, Yealink has focused on VolP
products characterized by high cgmtrformance, easy deployment and affordable price. Yealink benefits
customers from flexibility and bad interoperability with the major HPBX, softswitch and IMS in the

market. Chosen by famous carriers, enterprises and clients from over 80 countries, Yealink provides SMB

and diversified customers from all over the world a best choice to extend the vhluetwork

communication.

Contact us

Yealink Network Technology Co., Ltd.

Addr: 4th:5th Floor, South Building, No.63 Wanghai Road,
2nd Software Park, Xiamen, China (361008).

Tel: 86592-570-2000

www.yealink.com
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