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About This Guide

Thanky ou f or choosing Yealink T2 series | P phones, whi ¢
audio quality and a wide range of business telephony features, such as Call Hold, Call Transfer,

Busy Lamp Field, Call Recording, Multicast Paging and Conference over atP network.

Meanwhile, it features a compact appearance, robust performance and cost efficiency for daily

desktop voice communications.

This guide provides everything you need to quickly use your new phone. First, verify with your
system administrator that the IP network is ready for phone configuration. Also be sure to read
the Quick Start Guide in your phone package before you set up and use the IP phone. As you
read this guide, keep in mind that some features are configurable by your system administrator
or determined by your phone environment. As a result, some features may not be enabled or
may operate differently on your phone. Additionally, the examples and graphics in this guide
may not directly reflect what is displayed or is available on your phone screen.

This user guide contains information for the following Yealink products:

SIRT29G IP phones
SIRT27G IP phones
SIRT27P IP phones
SIRT23G IP phones
SIRT23P IP phones
SIRT21(P) E2IP phones (including SIP-T21 E2 and SIPT21P E2 IP phons)
SIRT19(P) E21P phones (including SIP-T19 E2 and SIPT19P E2 IP phons)

Readthe Yealink Products Regulatory Notices guidefor all regulatory and safety guidance.

Related Documentation

You can obtain additional information on the following phone's support pages:

IP Phone SIPT29G
IP Phone SIPT27G
IP Phore SIRT27P
IP PhoneSIRT23G
IP Phone SIPT23P
IP Phone SIPT21(P) E2

IP Phone SIPT19(P) E2


http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=15
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=138
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http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=33
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=77
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=78

User Guide for T2Seriesand T19(P) EAP Phones

The following types of related documents are available on each support page:
Release Notes, which details bug fixes and feature enhancementswhen an update is
released

Quick Start Guide, which describes how to assemble your phone and configure the basic

phone features.

Wall Mount | nstallation Guide, which provides detailed instructions for how to use an

optional wall mount bracket to mount your phone on the wall.

Administrator Guide, which provides the detailed information on how to configure phone

features for system administrator.

Regulatory Notice, which provides information for all regulatory and safety guidance.

In This Guide

vi

This guide mainly takes the SIRT27G IP phone as an example. Chaptersin this guide include:

Chapter 1 Overview

Chapter 2 Getting Started

Chapter3 Customizing Your Phone
Chapter 4 Basic CallFeatures
Chapter5 Advanced Phone Features
Chapter 6 Using Optional Accessories

Chapter 7 Maintaining Your Phone
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Overview

Overview

Before using your pfanliarevith ity featugsiancouset intexface. ghest
chapter details your phoneds c o nptphescreemlayoutof he i con and
your phone, and how to navigate the phone/web user interfaces.Topics include:

Hardware
Icons and Status Indicatorsinstructions
LED Instructions

User Interfaces

Contact your system administrator for assistance or more information.

Hardware

The main hardware of IP phones are the LCDscreen and the keypad. The following figure
displays the hardware featureshere takes SIRT27G IP phone as an example

/ o

—— //—
= = Yealink
®_ @ = _eo
y = -8
Q— = ] =- =

@gélérb
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Hardware features description:

ltem Description
Shows information about your phone, such ascalls,
messages, soft keys, timeand date:
H D e faczaumt t
R Hi Cal | i Kcéller tDicaltduration
W | LCD Screen
H lcons (fDNEl exampl e,
Hi Mi s s @ secoodiiricdming caller information
HMessage (for example, "Saving config file!")
Hine and date
Indicates call status, messagest at us and pho
~ ) status.
Y | Power Indicator LED . L o
HU Recei ves aHKFastffashogni ng cal |
Hh Receives a voi c &Slowdlashingo r
HActivates accounts
y Line Keys HAssigns function or feature to the line key.
Note : There is no Line keyon the SIRT19(P) E2 IP phone.
. Enable you to select context sensitive keys that display
Y | SoftKeys
along the bottom of the screen .
o Scrolls through menus, information or options displayed on
Navigation Keys
the phonegs screen.
@ Confirms actions or answers incoming calls.
5 OK Key
Z
Cancels actions or rejects incoming calls.
On the SIRT23G/T23P/T21P E2 IP phone, you caalso use it
Cancel Key )
to mute or unmute an activate call.
Note : There is no Cancel Key on SIH19(P) E2 IP phone.
@ Toggles the headset mode on or off.
z \J/ On the SIRT29G/T27G/T27P IP phone,tie LED indicator
HEADSET Key glows green when headset mode is activated.
Hold an active call or resumes a held call.
Z HOLD Key Note : There is no HOLD Key on SIPT23GT23P/T21(P)
E2/T19(P) EAP phone.
V4 Transfers a call to another party.
TRAN Key
. L]
Z Toggles the hands-free (speakerphone) mode on or off.
Speakerphone Key
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Item

Description

RD Key

Dials the most recently dialed number.

MESSAGE Key

HAccesses voice messagesvhen the voice mail code is
configured.

HConfigures the voice mail code when the voice mail code is
not configured.

The LED indicator glows green when receiving a new voice
mail excepton SIRT19(P) E2 IP phone

CONF Key

Creates aconference with another party.
Note : There is no CONF key on SIFT23G/T23P/T21(P)
E2/T19(P) E2 IP phones.

Mutes or un-mutes your audio during calls.
Note : There is no MUTE key on SIFT23G/T23P/T21(P) E2 IP

MUTE Key phones.

(E=———T3) Adjusts the volume of the handset, headset, speaker or

Volume Key ringer.

Keypad Allows you to enter numbers, letters and special characters
as well as select menu items which are with index numbers.

Speaker Provides handsfree (speakerphone) audio output.

ReversibleTab

Secures the handset in the handset cradle when the IP
phone is mounted vertically. For more information on how
to adjust the reversible tab, refer to Yealink Wall Mount

Quick Installation Guide for Yealink IP Phones

Hookswitch

HLifts the handset from the handset cradle, then the
hookswitch bounces and the phone connects to the line.
HReststhe handset on the handset cradle, then the phone

disconnects from the line automatically.
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Icons and Status Indicators Instructions

Status Indicators

Phone icons and status indicators displayingon the status bar are described in the following

table:
Icons
T23GIT23P/ Description
T29G T27G T27P T21(P) E2/T19(P)
E2
Wired network
w @ unavailable
Hands-free

-
A
p—

(speakerphone) mode

Handset mode

Headset mode

Bl D|e | A
gD | Al
3D

[ Voice Mail
@ m M m Text Message
M Auto Answer
@ Do Not Disturb (DND)
Izl g g g Keep Mute
K o(x o(x o(]x Silent Mode
@ B B B Phone Lock
v e e v 4 Missed Calls
= c c Call Forward

Recording in progress
(Using a USB flash drive)

(-
-
-~

. “ / / Recording paused
(Using a USB flash drive)
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Icons
T23G/T23P/ _
Description
T29G T27G T27P T21(P) E2/T19(P)
E2
3 ea / / Bluetooth Mode
B
$ & / / Bluetooth headset
e paired and connected
Bluetooth-Enabled
[ﬂ_ / / / mobile phone paired
and connected
= / / Wi-Fi connection
successful
) 4 ":?x / / Wi-Fi connection failed

Line Key Icons

Icons for line key are described in the following tables:

Icon indicator s (associated with line key featureson the SIRT29G IP phoneonly):

Icons

Description

Hold/Public Hold
Private Hold

DND

Voice Mail

SMS

Direct Pickup

Group Pickup

e 8 « 0

DTMF

Prefix

[

Local Group
XML Group
LDAP

XML Browser

B

Conference
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Icons Description
= Forward
g : Transfer
%‘ RecCall
ax Record
URL Record
J' Recording in process (Record/URL Record)

Multicast Paging
Group Listening
Paging List

Hot Desking

Zero Touch

URL

Phone Lock

Directory

Speed Dial

Icon indicator s (associated with line)

Icons

T29G

T27GIT27P

T23G/T23P/
T21(P) E2

Description

The private line registers successfully

The shared/bridged line registers

successfully

[t

Register failed

B

Registering

o D)o PP)

oMo PM

DND is enabled on this line
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Note

Icons

T29G

T27G/T27P

T23G/T23P/
T21(P) E2

Description

c

c

Call forward is enabled on this line

Icon indicator s (associated with call park/retrieve park on the SIRT29G IP phoneonly)

Icons

Description

¢

Park successfully/Idle state

7

Parkfailed

\ 3

Ringing state

&

Retrieve parked call

Icon indicator s (associated with BLF/BLF Lison the SIRT29G IP phoneonly)

Icons

Description

.

Monitored line is available.

&

(Flashing)

Monitored line is ringing.

&

(Flashing)

Monitored line is dialing.

Monitored line is busy or in a call.

B

Monitored line is placed on hold.

B

Monitored line is parked.

BLF/BLF List registers failed.

Your system administrator can customize the BLF key LED status and BLF ké&ghavior for the

phone.
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Icon indicator s (associated with intercom on the SIRT29G IP phoneonly)

Icons Description

Target extension is available.

i

Target extension is ringing.

Target extension is dialing.

;cih Target extension is busyor is in a call.

Eg Target extension registers failed.

Icon indicator s (associated with ACD

Icon

T27GIT27P/T23G/ Description
T23P/T21(P) E2

@ @ Log in
& G Available

:::'5 ° Wrap up

T29G

& Ly and x Unavailable

Icon indicator s (associated with a shared lineon the SIRT29G IP phoneonly)

The Local SCA Phonés involved in an SCA call, while theMonitoring SCA Phone is not involved
in the SCA calland used for monitoring shared line.

Icon Description

'ﬁ The shared line isidle.

®

(Monitoring SCA Phone)

The shared line is seized.

ﬂ The shared line receives an incoming call.
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Icon Description

ﬂ The shared line is dialing.

ﬂ The shared line isbusy or is in a call

ﬂ) The call on shared lineis placed on public hold.

O

(Local SCAPhone)

=

(Monitoring SCA Phone)

The call on shared lineis placed on private hold.

@ The call on shared lineis barged in by the other
shared line party.

% In a multi-party call, all the participants place the
call on hold.

Icon indicator s (associated with a bridged line on the SIRT29G IP phoneonly)

The Local BLA Phone is involved in a BLA call, while the Monitoring BLA Phone is not involved in

a BLA call and used for monitoring bridged line.

Icon Description

= The bridged line is idle.

=

(for monitoring BLAphone)

The bridged line is seized.

ﬂ The bridged line receives an incoming call.

The bridged line is dialing.

ﬂ The bridged line is busy or is in a call

The call on bridged line is placed on hold.
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Other Icons
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Icons for specific features are described in the following tables:

Icon indicator s (associated with call recording while using a record key)

Icon

T29G

T27GIT27P/T23G/T23P/
T21(P) E2

Description

©

Recording box full

) |

Record failed

@®

Recording

XX
e
X

X

Start recording failed

7

P

Stop recording failed

Icon indicator s (associated with call history)

Icon

T29G

T27GIT27P/T23G/T23P
IT21(P) E2/T19(P) E2

Description

N\

Received Calls

T \ Placed Calls
v Vv Missed Calls
= Q Forwarded Calls

Icon indicator (associated with contact)

Icon

T29G

T27GIT27P/T23G/T23P
IT21(P) E2/T19(P) E2

Description

The default contact icon

The default contact photo
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LED Instructions

Power LED Indicator

Power LED Indicator

LED Status
Solid red
Fastflashing red (300ms)

Slow-flashing red (1s)

Solid red for 500ms and off for
3000ms alternately

Off

Description
The phone is initializing.
The phone is ringing.

The phone receives a voice mail or text message.

The phone enters power-saving mode.

It is only available on SIRT29G IP phone.

The phone is powered off.

The phone is idle.

The phone is busy.

The call is placed on hold by you or by the remote party.
The call is muted.

Note The above is the default LED status, since the status of the power LED indicators may be
configured by your system administrator. For more information, please contact your system

administrator.

Line Key LED

Line key LEDis not available on the SIRT19(P) E2 IP phone.

Line key LED

LED Status

Solid green

Fastflashing green
Slow-flashing green

off

Description

The line is seized.

The line isbusy or is in a call

The line receives an incoming call.
The call is placed onhold.

The line is inactive.

11
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Line key LED (configured as a Forward key with a value (destination number))

LED Status Description
Solid green The always forward feature is activated
Off The always forward feature is deactivated.

If the value (the destination number) is not configured for a Forward key, the key LED solids
green when the always/busy/no answer forward feature is activated. It is off when the
always/busy/no answer forward feature is deactivated.

Line key LED (configured as a BLF key or BLF List key)

LED Status Description
Solid green The monitored user s idle.
Fastflashing red (200ms) The monitored user receives an incoming call

The monitored user is busy.

Solid red The monitored userg@s conve

(This LED status requires server support).

Slow-flashing red (1s) The call is parked on the monitored user.

Off The monitored user does not exist.

Line key LED (used as a page switch key)

LED Status Description

) There is a call parked onthe line whose line key isnot on
Solid red
the current page.

) The line receives an incoming callon the line key of the
Fastflashing green
non-current page.

) The monitored user receives an incoming callline whose
Fastflashing red ) )
line key is not on the current page.

Off The line keys are idle.
Line key LED (associated with a shared ling

The Local SCA Phonés involved in an SCA call, while theMonitoring SCA Phone is not involved
in the SCA calland used for monitoring shared line .
LED Status Description
Off The shared line is idle.

Fastflashing green The shared line receives an incoming call.

Solid green (Local SCAPhone) = The shared line isbusy or is in a call
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Note

LED Status

Solid red (Monitoring SCA
Phone)

Slow-flashing green (Local SCA
Phone)

Slow-flashing red (Monitoring
SCAPhone)

Slow-flashing green (Local SCA
Phone)

Solid red (Monitoring SCA
Phone)

Description

The shared line is dialing.
The shared line is seized.
The call on shared lineis barged in by the other shared

line party.

The call on shared lineis placed on public hold.

The call on shared lineis placed on private hold.
In a multi-party call, all the participants place the call on
hold.

Line key LED (associated with a bridged line)

The Local BLA Phone isnvolved in a BLA call, while the Monitoring BLA Phone is not involved in

a BLA call and used for monitoring bridged line.

LED Status
Off

Fastflashing green

Solid green (Local BLAPhone)
Solid red (Monitoring BLA
Phone)

Slow-flashing green (Local BLA
Phone)

Slow-flashing red (Monitoring
BLAPhone)

Description
The bridged line is idle.
The bridged line receives an incoming call.
The bridged line is is busy or is in a call.

The bridged line is dialing.
The bridged line is seized.

The call on bridged line is placed on hold.

The above is the default LED status, since the status of the power LED indicators may be
configured by your system administrator. For more information, please contact your system

administrator.

User Interfaces

Via phone user interface

Via web user interface

There are two ways to configure your IP phone:

13



User Guide for T2Seriesand T19(P) EAP Phones

The phone user interface, being made up of keypad and LCD screen, allows users to perform all
call operations and change basic configuration settings directly on the phone. But if you want to
access all configuration settings, you should use web user interface instead. In most cases, it is
possible to configure your IP phone via both phone user interface and web user interface. While
in some particular cases, only via phone user interface or via web user interface is available for
you to operate or configure your IP phone. This guide mainly takes phone user interface as an
example.

Phone User Interface

Before you use the phone, you need to understand the phone screen layout, how to navigate
menus and fields, and how to enter and edit data.

Idle Screen

After starting up successfully, the phone entersidle screen automatically. From the Idle screen,
you can access theMenu screen, History screen, Directory screenand Line Key screen. These
screens are described in the following chapters:

Menu Screen
History Screen
Directory Screen

Line Key Screen

Note The menu system will automatically exit to the Idle screen after 60 seconds of inactivity.

For the SIRT29G IP phone, he page icons appear only when you assign functionality to line key
located in line key 11-27, refer to DSS Keydor more information. The wallpaper can be
customized, refer to Changing Wallpaper on the Idle Screenfor more information. The Idle

screen on SIRT29G IP phone is shown as below:

Default Account FeatureStatusicons 1ime g pate

Status Bar «—{fa&:E5 L0 33 Thu, May 18

Line Keys Line Keys

Page Icons

History Directory

14
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For the SIRT27G/T27P IP phone, he page icons appear only when you assign functionality to
line key located in line key 9-21, refer to DSS Keydor more information. The Idle screen on
SIRT27G/T27P IP phone is shown as below:

Status Bar/Feature Statuslcons
A

Lne K 81079 '| b5y
ine Keys #———=
Time & Date 09: 18 o5 [ > Line Keys

Fri, May 12
1 1079

Default Account «

| Page Icons

The Idle screen on SIRT23G/T23P IP phone is shown as below:

Status Bar

4

Default Account pug» Feature Status Icons

|
09:264 =21

19 > Line Keys
Fri 12, May

|_Dir_| DND |

Time & Date

Note If your IP phone does not display the default account, please contact your system administrator.

Menu Screen

When the phone is idle, you can pressthe Menu soft key to access theMain Menu screen. From
the Main Menu screen, you can access the desiredub menu, such as Status, FeaturesSettings,
Message, History, Directory and USBto navigate menus and fields and customize your phone.
Note that the Advanced (Advanced Settings) option is only accessibleto the administrator, and

the default administrator p a s s wo r d icase$ewsiive)i n DZ (

Note For a better understanding of the menu structure, please refer to Appendix B g Menu Structure.

15
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The Menu screen on SIRT29G IP phone is shown as below:

Main Menu

B ® @ ®

Status Features Directory History

B N = B

Message Basic Advanced USB

Exit Enter

The Menu screen on SIRT27G/T27PIP phone is shown as below:

f1ain Menu

2. Features
3. Setkings

4. Message

e | ] e

History Screen

When the phone is idle, you can pressthe History soft key or navigate to Menu ->History to

accessthe History screen for viewing and managing the history records. For more information,
refer to Call History Management.

The History screen on SIPT27G/T27P IP phone is shown as below:

< All Calls 171452
Yesterday 11:36

® 1053 Yesterday 11:12

% 1055 Yesterday 11:10

R 1055 Yesterday 11:10

You can press the left and right navigation key to switch among the history lists on all IP phones.

Directory Screen

The Directory screen is made up of Groups screen and Contactsscreen. When the phone is idle,
you can pressthe Directory (Dir) soft key or navigate to Menu ->Directory to access the

Groups screen.From this screen, you canview and manage groups, or select the desired groups

16



Overview

to view and manage the contacts. For more information , refer to Contact Management.

You can press the navigation keyto switch among the groups on all IP phones. The Directory
screen on SIRT29G/T27P IP phone is shown as below:

Groups Contacts

ocal Directory

All Contacts 11
1. all Contacts

2. Friend

Enter

Line Key Screen

When the phone is idle, you can also long pressthe desired line key or navigate to
Menu ->Features->DSSKeys to assign functionality . For more information, refer to Line Keys It
is not available on the SIRT19(P) E2 IP phone.

The Line Key screen on the SIPT27G/T27P IP phone is shown as below:

Line Key &
2, fecount 10 Line 1 L1
3. Label:
4, value:

Dialing/Pre -dialing Screen

When the phone is idle, you can pick up the handset, pressa line key (exceptthe SIRT19(P) E2
IP phone) or Speakerphonekey to access theDialing screen. Or you can enter a numberdirectly
using the dialpad to access the Pre-dialing screen. The placed call recordsdisplay on the LCD
screen From Dialing/Pre-dialing screen, you can use phone dialpad to enter and edit data. The
contacts whose name or phone number matches the entered characters appear on the LCD

screen You canselectthe desired contact to place a calldirectly.

Note Your system administrator can configure the search source list in dialing and disable the phone

to display the placed call records. Check with your system administrator to find out if they are
available on your phone.

17
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You can press Diretory soft key to access the directory list. For more information, refer to
Configuring List(s) for the Directory (Dir) Soft Key. The Dialing screenon the SIP-T27G/T27P IP

phone is shown as below:

Audio Output Mode The Selected Line

1079 |

] [
) 1058 ﬂ :
84605 1037 (1]

= |

Calls Screen

All of your active and held calls display on the Callsscreen.

When you have an active call and one or more held calls on your phone, you can press up and
down navigation keys to switch among calls. When there is an active call and a held call, the
Callsscreen on SIRT27G/T27PIP phone is shown as below:

Audio Qutput Mode Call Status Current Call/Total Calls

Lily
1021

[ 02:15 | |5

Name/Number =

Call Duration = =»HD Voice lcon

Navigat ing Menus and Fields

Presssoft keys, navigation keys or dialpad keys on the phone to navigate menus and fields.

To operate your phone, follow these tips:

If you want to Action
Enter the main menu. Pressthe Menu soft key.
Go back to the previous menu. HPress @ (not available on the SIRT19(P) E2 IP
phone).
HPress theBack soft key.

18
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Hscroll to the item by pressing @ or @ , and

then press .

HWse the dialpad keys to select items that have

Select an item.

index numbers.

HPress @ or @ , or the Switch soft key to

Scroll through values for a field. ) .
switch among available values one by one.

Entering Data and Editing Fields

You can enter data and edit fields using the dialpad keys on the phone console.

The IP phones provide 5 different input methods, including 2aB, abc, Abc, ABC and 123, and
different input methods provide different characters on dialpad for editing and updating field
information. No matter what kind of input method you are using, press the dialpad key one or
more times to view the character (or number) options and stop to select. Wait for one second
after you input a character (or number), then input the next character (or number).

The following table lists character (or number) options on dialpad in different input methods:

ut Mode s Abc

2aB abc ABC 123

Dialpad (title case)
o 1 1
— abc2#edh | abc2ie&a | ABC2AEA
(2. 2abcABC N N . 2
& & AAAAC

3 3defDEF | def3a@d def3e@d | DEF3EED 3
4. 4ghiGHI ghidi ghidi GHii 4
(5. 5iklJKL jKISE jKISE JKL5E 5
— mno6aatH mMno6aetH MNO60O@
™ émnoMNO | | | 6
- an an OOOON
[7.“? 7parsPQRS| pars7i3 pars7ii3 PQRSH 7
— TUV8UUU
[L 8tuvTUV tuv8uLii tuv8ulLi o 8
— 9wxyzWXY .
[9 . wxyz9yp wxyzoyp WXYZ9Yp 9
[0_ 0 space space space 0
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ut Mode s Abc
2aB abc ABC 123
Dialpad (title case)
*2N-0@1 | <, 2N-0@7 | xS N-0@0 | xS N-0@-
— H&%=<> | _+&%=<> | +&%=<> | _+&%=<>
[*. *I@]]
8- L s~ | L - | L Sl
gl gl gl gl
@ # # # # #

To enter or edit data:

1. Do one of the following :

If you want to

Then you can

Enter only digits (1),
uppercase (A)
characters, lowercase
(a) characters, or
alphanumeric (2aB)

characters.

Press akeypad key one or more times (depending on
what input mode youdre i
that is displayed on the keypad key.

You can pressthe abc/ABC/123/2Ab/Abc/abc soft
key one or more times to switch among uppercase
(ABC), numeric (123), alphanumeric (2aB), uppercase
and lowercase (Abc) and lowercase @bc) input

modes.

For example, if the input mode is ABC:

- To enter@DZ press
- To entm@ass @mﬂice quickly.

- To enter@DZ press

- To enter ]ZAQFE[@AEDZ

three times quickly.

Note : When you are in the uppercase ABC),
uppercase and lowercase Abc) or lowercase @bc
soft key) input mode, |1 | is not available.

characters.

Press thekeypad key @ or @ , Or press .
For Key:

- If it is in the uppercase (ABC), uppercase and
lowercase (Abc) or lowercase @bc) input mode,

Enter special it will only provide the space charader.

- If it is in the numeric (123) or alphanumeric
(2aB) input mode, it will only provide the digit
0.

- If it is in the numeric (123) or alphanumeric

(2aB) input mode, it will provide the special
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If you want to Then you can

character + by long pressing about 2 seconds
on the dialing/pre -dialing screen.

For @ key:

- It only provides the pound character #.

For @ key:

- If it is in the uppercase (ABC), lowercase ébc),
uppercase and lowercase fAbc) or
alphanumeric (2aB) input mode, it will provide
the following special characters:
xS N-0@_+&%=<> , SH{}~"&|

- If it is in the numeric (123) input mode, it will
provide the following special

characters:.*:/@][] .

Delete text you Press@ or@ to position the cursor to the right
entered. of the text you want to delete, and then press the
Delete soft key to delete one character at a time.

Web User Interface

In addition to the phone user interface, you can also customize your phone via web user
interface. In order to accessthe web user interface, you need to know the IP address of your

new phone by pressing the OK key on the phone when the phone is idle. Enter the IP address
(for example, http://192.168.0.10 or 192.168.0.10 for IPv4 http://[2005:1:1:1:215:65ff.fe64:6e0a]
or [2005:1:1:1:215:65ff:fe64:6e0a] for IPv6) in the address bar of a web browser on your PC. The
default administrator user name and password are both JadminDgase sensitive).

Note The access to the Advanced settings of the Account or Network via web user interface may be
blocked by the web browser (for example, Chr ome, Firebox) i f you have install]l
pl ugi nDZ

Navigating the Web User Interface

When you log into the web user interface successfullythe phone status is displayed on the first
page of the web user interface. You canclick each menu to customize or click Log out to log out

of the web user interface.
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The following figure is an example that navigates to Settings ->Preference:

Ly Out
Enghsh Ervghsh] -

Yealink |

Status Account MNetwork Dsshey Features Directory Security

e = "o
Inter Dt Time{1~145) 4 0
Time Dialpad
LA Active Backight Level g - 9 nmabmnprmum
auteematicaly dal th:
Coll DEpiay Backight Tima{seconds) L - @ entared phone rI:TnIJef.IfDF 1
Upgrade Contrast & - @ spechied peried of tma.
Backliaht:
Aute Provision ¥edch e ] -9 Spachies the brghtnass of the
Ring Type ROL.wav - 9 LCD screen deply.
Al Upload Ringtone [ Browse... | nofile salacted. [ g::ﬁm . .
Dial Plan [T LD seraen dephy.
Voice [ Contim | [ cancal | At tome ot 8t you
~ whien 3 cal comes in for the I
Ring phane,
Tones [ vou can dlick here to get
Softkey Layout ==
TROG9 - -
Click to find all Yealink phone
Voice Monitoring .
documentations from the
SIPF -
Yealink support page
Power Saving

Features Configurable via Phone/Web User Interface

The main features you can customizefor the IP phone via phone user interface and/or via web

user interface are listed in the following table:

Phone User | Web User
Features Note
Interface Interface

Network Settings
--Basic Network Settings

--DHCP S S

--1Pv4 S S

--IPv6 S S
Registration
-- Account Registration S (S
-- Default Account S X
Basic Phone Settings
--Wallpaper

L z Only available for the
--Wallpaper Customization X S
- - SIRT29G IP phone

--Wallpaper on the Idle Screen S S

--Screen Saver
o ’ Only available for the
--Screensaver Customization X S
SIRT29G IP phone
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SR Phone User | Web User N
Interface Interface
--XML Browser URL X S
--Screen SaverSettings S S
Power Saving N s Not available for the
SIRT19(P) E2 IP phone
--Logo Customization X & Not available for the
SIRT29G IP phone
- Backlight = < Not available for the
SIRT19(P) E2 IP phone
- Contrast & P Not available for the
SIRT29G IP phone
--Language
--Phone Language S X
--Web Language X S
--Time & Date
--SNTP Settings S S
--Manually Settings S S
--Time & Date Format S S
-- Administrator Password S S
--KeyAs Send S S
--Phone Lock
--Phone Lock Settings S S
--Unlock PIN S S
--Emergency Number X S
--Audio Settings
--Ring Tones
--Phone Ring Tone S S
--Account Ring Tone S S
--Ring Tone Customization X S
--Key Tone S S
--Contact Management
-- Directory list(s) Settings X S
--Local Directory
-- Groups Management S S
-- Contacts Management S S
-- Contact Photo Customization X S Only available for the
SIRT29G IP phone
--Contact Lists Import/Export X S
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T Phone User | Web User N
Interface Interface
-- Blacklist
--Blacklist Management S S
T ) & s Only available for the
SIRT29G IP phone
--Remote Phone Book
--Remote Phone Book URL X S
--Remote Phone Book P X
Management
-- Call History Management
-- History Management S X
-- History Settings S
--DSS Keys
--Line Keys
--Line Keys Configuration S S
--Multiple Line Key per Account S S Not available for the
-- Auto Linekeys X S SIRT19(P) E2 Ibhone
--Number of Line key X S
_Label Length X & Only available for the
SIRT29G IP phone
Only available for the
--Page Tips X S SIRT29G/T27G/ T27P IP
phone
--Programable Keys X S
_SoftKeys s s Not available for the
SIRT29G IP phone
--Dial Plan
--Replace Rule X S
-- Dial Now X S
--Area Code X S
--Block Out X S
Basic Call Features
Configurable via phone
--Speed Dial Key S S user interface excepton
SIRT19(P) E2P phone
--Hotline $ $
-- Auto Answer S S
--Auto Redial S S
--Call Completion S S
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Phone User | Web User
Features Note
Interface Interface
--Do Not Disturb (DND)
. Not available for the
--DND Mode X S
SIRT19(P) E2 IP phone
--DND Emergency X S
--Call Forward
X S Not available for the
-- Forward Mode
SIRT19(P) E2 IP phone
--Forward Emergency X S
--Call Transfer
--Transfer Mode via Dsskey X S
. a Not available for the
--Allow Trans Exist Call X S
SIRT29G IP phone
--Call Waiting S
--Network Conference X S
-- Call Park/Retrieve
--FAC Mode S
-- Transfer Mode
-- Call Pickup
--Directed Call Pickup X S
--Group Call Pickup X S
--Anonymous Call S S
--Anonymous Call Rejection S S
Advanced Phone F eature s
--Busy Lamp Field(BLF)
) B Not available for the
--BLF Pickup X S
SIRT19(P) E2 IP phone
--BLF List
. , Not available for the
--BLF Key S S
SIRT19(P) E2 IP phone
) ) ’ Not available for the
--BLF List Settings X S
SIRT19(P) E2 IP phone
--Call Recording
Only available for the
--USB Record S X SIRT29G/T27GIP
phone
--Record/URL Record Key S (S
--Hot Desking
--Hot Desking Key S S
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et Phone User | Web User N
Interface Interface
--Intercom
--Intercom Key S S
--Intercom Settings S S
-- Multicast Paging
S Configurable via phone
-- Multicast Paging Key S user interface excepton
SIP-T19(P) E2P phone
Configurable via phone
--Paging List Key S S user interface excepton
SIRT19(P) E2AP phone
--Paging List S S
--Multicast Listening X S
-- Automatic Call Distribution (ACD)
Configurable via phone
--ACD Key S S user interface except on
SIRT19(P)E2IP phone
--Shared Call Appearance (SCA)
--SCA Line Settings S
--Private Hold Soft Key S
__Private Hold Key s & Not available for the
SIRT19(P) E2 IP phone
--Call Pull X S
--Bridged Line Appearance (BLA)
--BLA Account Settings X S
--Messages
-- Short Message Service (SMS) S S
--Voice Mail Settings S S
Optional Accessories
--Headset
--Headset Prior S
--Dual Headset X S
- Bluetooth Only available for the
--Mobile Contacts Synchronization S SIRT29G/T27GIP
--Device Name S phone
--Wireless Network Settings Only available for the
i ; SIRT29G/T27G IP
-~ Wi-Fi S S

phone




Overview

Phone User | Web User
Features Note
Interface Interface
Only available for the
--Ext Keys S S SIRT29G/T27G/T27P IP

phone

Note

The table above lists most of the feature options. Please refer to therelevant sections for more
information .
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Customizing Your Phone

Getting Started

This chapter providesthe following information for obtaining the best performance with your IP
phone. Topics include:

Phone Initialization
Phone Status
Basic Network Settings

Registration

Before using your phone, make sure thatyour phone has been successfully installed For more
information on how to install the phone, read the Quick Start Guide in your phone package or
download from Yealink Support page for the product.

Contact your system administrator for assistance or more information.

Phone Initialization

After your phone is powered on, the system boots up and performs the following steps:
Automatic Phone Initialization

The phone finishes the initialization by loading the saved configuration. A messagejWelcome
Initializi Dgdspéayedastee L&ascreenduring th e initialization.

DHCP (Dynamic Host Configuration Protocol)

The phone attempts to contact a DHCP server in your network to obtain valid IPv4 network
settings (for example, IP address, subnet mask, default gateway address and DNS address) by

default.

Note If your network does not use DHCP,proceed to Basic Network Settings

Phone Status

Available information on phone status includes:

General information (IPv4 addressor IPv6 address, phone MAC address Wi-Fidongle MAC

addressand firmware version).
IPv4 uses a 32bit address.

IPv6using a 128-bit address, which is an updated version of the current Internet
Protocol to meet the increased demands for unique IP addresses.

Network status (IPv4 status orlPv6 status, IP mode phone MAC addressand Wi-H dongle
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MAC address).

Phone status (roduct name, hardware version, firmware version, product ID, phone MAC
address, Wi-Fidongle MAC address, Bluetooth dongle MAC addressand device certificate

status).
Account status (registration status of SIPaccounts).
Note Wi-Fi dongle MAC address and Bluetooth dongle MAC addressare only available on the

SIRT29G/T27G IP phone.

Viewing the Phone Status

You can viewphone status via phone user interface by pressing the OK key or navigating to
Menu ->Status.

Skatus
1
2, MAC: 00:15:65:E0:90: 56
3. Wi-Fi MaC: MJA
4. Firmware: 69,52.0.10

e | ] ]

You can also view the phone status viaweb user interface.

Procedure:

1. Open aweb browser on your computer.
2. Enter the I P address i,andthdneressthebEwsrday.0s addr ess bar

Forexample,j ht t p: // 192.168. 0.2006D02:1:215:65fF R 64 : 6 e OphDZ pok/ |
IPv6.

3. Enter the user name (admin) and password (admin) in the login page.

Log in Gigabit Color IP Phone SIP-T465

Username admin
Password eeeee

4. ClickLogin to login.
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The phone status is displayed on the first page of the web user interface.

o
Log Out
= English(English) -
Yealink | 2
| Account || Network || Dsskey || Features || Settings || Directory || Security |
Status Version @ NOTE
Firmware Version 69.82.0.10
Version
Hardware Version 69.0.0.0.0.0.0 It shows the version of firmware
. . and hardware.
Device Certificate )
. . Network
Device Certificate Factory Instaled It shows the network settings
Network 0 of Internet (WAN) port.
Intemet Port P LILTE )
It shows the registration status
IPv4 0 of SIP accounts.
WAN Port Type DHCP You can dlick here to get
more guides.
WAN IP Address 10.2.20.17
Subnet Mask 255.255.255.0
Gateway 10.2.20.254
Primary DNS 192.168.1.22
Secondary DNS 192.168.1.20
Note IPv6is not available on all servers. Contact your system administrator for more information.

Basic Network Settings

In order to get your IP phones running, you must perform basic network setup . You can use
DHCP or configure a static address to connect your IP phone to the network. If your phone
cannot contact a DHCP server for any reason, you needo configure network settings manually.
The IP phone can support either or both IPv4 and IPv6 addresses

Note The wrong network settings may result in inaccessibility of your phone and may also have an
impact on your network performance. For more information on these parameters, contact your
system administrator.

Configuring the DHCP

You can configure DHCP forlPv4 or IPv6.The following takes IPv4 as an example:

Procedure :
1. Navigate to Menu ->Settings ->Advanced Settings (default password: admin)
->Network ->WAN Port .

For the SIRT29G IP phone, navigate to Menu ->Advanced (default password: admin)
->Network ->WAN Port .

2.  Select IPv4 or IPv4 & IPv6 from the IP Mode field.

3. Navigate to IPv4->DHCP IPv4 Client.
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