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Summary of Changes  

This section describes the changes to this guide for each release and guide version. 

Changes for Release 8, Guide Version 8.60 

Major update has occurred to the following section:  

 ̧ Auto Provisioning via Activation Code on page 29 

Changes for Release 8, Guide Version 8. 50 

The following section is new: 

 ̧ Auto Provisioning via Activation Code on page 29 

Major update has occurred to the following section s: 

 ̧ DHCP Options on page 21 

 ̧ Configuring an HTTP Server on page 44   

Changes for Release 8, Guide Version 8.21 

This version is updated to incorporate T46G/T42G/T41P/T40P Skype for Business phones. And 

Skype for Business phones are removed from version 8. 

The following section is new: 

 ̧ Provisioning Yealink Skype for Business Phones on page 5 

Major update has occurred to the following section s: 

 ̧ Editing Common CFG File on page 11 

 ̧ Editing MAC-Oriented CFG File on page 12 

 ̧ Customizing Resource Files on page 14 

The following section is removed to 

Yealink_Skype_for_Business_Edition_HD_IP_Phones_Description_of_Configuration_Parameters_in

_CFG_Files. 

 ̧ Description of Configuration Parameters in CFG file 

  

http://www.yealink.com/solution_info.aspx?ProductsCateID=1248&cateid=1248&BaseInfoCateId=1328&Cate_Id=1248&parentcateid=1328
http://www.yealink.com/solution_info.aspx?ProductsCateID=1248&cateid=1248&BaseInfoCateId=1328&Cate_Id=1248&parentcateid=1328
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Introduction  

Yealink IP phones with Skype for Business firmware enable a new era in unified communications. 

It is designed to work with  Microsoft
®

 Skype for Business Server. 

Yealink Skype for Business phones are full-featured telephones that can be plugged directly into 

an IP network and can be used easily without manual configuration. 

This guide provides instructions on how to configure Yealink Skype for Business phones with the 

minimum settings required. Yealink Skype for Business phones support FTP, TFTP, HTTP, and 

HTTPS protocols for auto provisioning and are configured to use the TFTP protocol  by default . 

The purpose of this guide is to serve as a basic guidance for provisioning Yealink Skype for 

Business phones, including: 

 ̧ Yealink T48G 

 ̧ Yealink T46G 

 ̧ Yealink T42G 

 ̧ Yealink T41P 

 ̧ Yealink T40P 

 

 

 

 

  

The aut o provisioning process outlined in this guide  applies to Yealink 

T48G/T46G/T42G/T41P/T40P Skype for Business phones running firmware version 8 or 

later . We recommend that Skype for Business phone s running the latest firmware 

CANNOT be downgr aded  to an earlier firmware version. The new firmware is 

compatible  with old configuration parameters , but not vice versa . 
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Getting Started  

This section provides instructions on how to get ready for auto provisioning. To begin the auto 

provisioning process, the following  steps are required: 

 ̧ Obtaining Configuration Files 

 ̧ Obtaining Phone Information  

Obtaining Configuration Files  

Before beginning provisioning, you need to obtain configuration files. There are two 

configuration files both of which are CFG-formatted. We call these two files Common CFG file 

and MAC-Oriented CFG file. The Skype for Business phones phone tries to downlo ad these CFG 

files from the server during auto provisioning. 

You can ask the distributor or Yealink FAE for Common CFG and MAC-Oriented files. You can 

also obtain the Common CFG file and MAC-Oriented file online:  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . 

To download Common CFG and MAC-Oriented  file s: 

1. Go to Yealink Microsoft Skype for Business  page. 

2. Download and extract the combined configuration files to you r local system. 

 

3. Open the folder you extracted and identify the files you will edit.  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Obtaining Phone Information  

Before beginning provisioning, you also need the phone information. For example: MAC address, 

hardware version and account information of the Skype for Business phone. 

MAC Address : The unique 12-digit serial number of the  Skype for Business phone. You can 

obtain it from the bar code on the back of the Skype for Business phone. 

Hardware version : The current hardware version of the Skype for Business phone. You can view 

it via phone user interface or web user interface. 

Account  Information: Ask your system administrator Skype for Business account information.  
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Provisioning  Yealink Skype for Business  Phones 

This section provides instructions on how Skype for Business phones interoperate with 

provisioning server for auto provisioning, and shows you four major tasks to conigure the 

phones. It will help users who are not familiar with auto provisioning to understand this process 

more easily and quickly. 

Auto Provisioning Process  

When Skype for Business phones are triggered to perform auto provisioning, it will request to 

download the configuration files from the provisioning server. During the auto provisioning 

process, the Skype for Business phone will download and update configuration files to the 

phone flash. 

The following figure shows how the Skype for Business phone interoperates with the 

provisioning server: 

 

Major Tasks for Auto Provisioning  

You need to complete four major tasks to congifure Yealink Skype for Business phones. 
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The following figure shows an overview of four major provisioning tasks: 

 

For more information on how to manage configuration files, refer to Managing Configuration 

Files on page 11. 

For more information on how to configure a provisioning server, refer to Configuring a 

Provisioning Server on page 17. 

For more information on how to obtain the provisioning server address, refer to Obtaining the 

Provisioning Server Address on page 21. 

For more information on how to perform the auto provisioning process, refer to Triggering the 

Phone to Perform the Auto Provisioning on page 25. 

If you are not familiar with auto provisioning process on Yealink Skype for Business phones, you 

can refer to An Instance of Auto Provision Configuration on page 6. 

An Instance of Auto Provision Configuration  

This section shows an instance of auto provision configuration. 

1. Manage configuration files. 

Add/Edit the desired configuration parameters in the CFG file (e.g., y000000000028.cfg) you 

want the Skype for Business phone to dow nload. For more information on how to manage 

configuration files, refer to  Managing Configuration Files on page 11. 
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2. Configure the TFTP server. 

1) Place configuration files to TFTP root directory (e.g., D:\TFTP Directory). 

 

2) Start the TFTP sever. The IP address of the TFTP server is shown as below: 

 

3) Select Configure TFTP Server . Click the     button to locate the TFTP root directory 

from your local system. 

 

For more information on how to configure a provisioning server, refer to  Configuring a 

Provisioning Server on page 17. 
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3. Configure the provisioning server address on the Skype for Business phone. 

 

For more information on how to obtain the provisioning server address , refer to Obtaining 

the Provisioning Server Address on page 21. 

4. Trigger the Skype for Business phone to perform the auto provisioning. 

 



Provisioning Yealink Skype for Business Phones 

9 

For more information on how to trigger the phone to perform the auto provisioning , refer to 

Triggering the Phone to Perform the Auto Provisioning  on page 25.  
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Managing Configuration Files  

Auto provisioning enables Yealink Skype for Business phones to update themselves 

automatically via downloading Common CFG and MAC-Oriented CFG files. Before beginning 

provisioning, you may need to edit and customize your configuration files.  

You can edit the template files directly or create a new CFG file as required. Open each 

configuration file with a text editor such as UltraEdit . 

For more information on  description of all configuration parameters in configuration files, refer 

to 

Yealink_Skype_for_Business_Edition_HD_IP_Phones_Description_of_Configuration_Parameters_in

_CFG_Files. 

Editing Common CFG File  

The Common CFG file is effectual for all phones of the same model. It uses a fixed name 

ǰy0000000000XX.cfgǱ as the file name, where "XX" equals to the first two digits of the hardware 

version of the Skype for Business phone model. 

The names of the Common CFG file requirements for the phone model are: 

Phone Model  Common CFG File 

T48G y000000000035.cfg 

T46G y000000000028.cfg 

T42G y000000000029.cfg 

T41P y000000000036.cfg 

T40P y000000000054.cfg 

Common CFG file contains configuration parameters which apply to phones with the same 

model, such as language and volume. 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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The following figure shows a portion of the common CFG file: 

 

When editing the Common CFG file, learn the following:  

 ̧ The line beginning with ǰ#Ǳ is considered to be a comment. 

 ̧ The file header ǰ#!version:1.0.0.1Ǳ is not a comment and must be placed in the first line. It 

cannot be edited or deleted . 

 ̧ The file format must be *.cfg. 

 ̧ The filename complies with the requirements that are listed in the above table. 

 ̧ Each line must use the following format and adhere to the following rules:  

Configuration Parameter=Valid Value 

-  Separate each configuration parameter and value with an equal sign. 

-  Set only one configuration param eter per line. 

-  Put the configuration parameter  and value on the same line, and do not break the line. 

Editing MAC -Orient ed CFG File 

The MAC-Oriented CFG files are only effectual for the specific phone. They use the 12-digit MAC 

address of the phone as the file name. For example, if the MAC address of the phone is 

0015651130F9, the MAC-Oriented CFG file has to be named as 0015651130f9.cfg (case-sensitive) 

respectively. 

MAC-Oriented CFG file contains configuration parameters which are expected to be updated 

per phone, such as the registration information. 
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The following figure shows a portion of the MAC-Oriented CFG file: 

 

When editing the MAC-Oriented CFG file, learn the following:  

 ̧ The line beginning with ǰ#Ǳ is considered to be a comment. 

 ̧ The file header ǰ#!version:1.0.0.1Ǳ is not a comment and must be placed in the first line. It 

cannot be edited or deleted . 

 ̧ The file format must be *.cfg. 

 ̧ The filename matches the MAC address of your phone . 

 ̧ Each line must use the following format and adhere to the following rules:  

Configuration Parameter=Valid Value 

-  Separate each configuration parameter and value with an equal sign. 

-  Set only one configuration param eter per line. 

-  Put the configuration parameter and value on the same line, and do not break the line. 

Creating a New CFG File 

If you want to create a new CFG file for your phone, follow these steps: 

To create a new CFG file:  

1. Create a CFG file for your phone. Ensure the file complies with the guidelines that are listed 

in Editing Common CFG File on page 11 or Editing MAC-Oriented CFG File on page 12. 
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2. Copy configuration parameters from the template configuration files  and set the valid 

values for them . 

 

3. Save the changes and close the CFG file. 

Encrypting  Configuration Files  

To protect against unauthorized access and tampering of sensitive information (e.g., login 

password, registration information), you can encrypt configuration files using Yealink 

Configuration Encryption Tool. AES keys must be 16 characters and the supported characters 

contain: 0 ~ 9, A ~ Z, a ~ z and the following special characters are also supported: # $ % * + , - . : 

= ? @ [ ] ^ _ { } ~. For more information on how to encrypt configuration files, refer to Yealink 

Configuration Encryption Tool User Guide. 

Customizing Resource Files  

When configuring some particular features, you may need to upload resource files to Skype for 

Business phones, such as personalized ring tone file and language package file. Yealink supplies 

the following  resource file templates: 

Template File  

AutoDST Template 

Language Packs 

Keypad Input Method File 

Dial-now Template 

Contact File 

File Name 

AutoDST Template AutoDST.xml 

Language Packs 

For example, 

000.GUI.English.lang 

1.English.js 

Keypad Input Method File ime.txt 

Dial-now Template dialnow.xml 

Contact File contact.xml 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Ask the distributor  or Yealink FAE for resource file templates. For more information on  

explanations of the configuration parameters , refer to 

Yealink_Skype_for_Business_HD_IP_Phones_Administrator_Guide. 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Configuring  a Provisioning  Server 

Yealink Skype for Business phones support using FTP, TFTP, HTTP and HTTPS protocols to 

download configuration files.  You can use one of these protocols for provisioning. The TFTP 

protocol  is used by default. The following section provides instructions on how to configure a 

TFTP server. 

We recommend that you use 3CDaemon or TFTPD32 as a TFTP server. 3CDaemon and TFTPD32 

are free applications for Windows. You can download 3CDaemon online: 

http://www.oldversion.com/3Com -Daemon.html and TFTPD32 online: http://tftpd32.jounin.net/ . 

For more information  on how to configure FTP and HTTP servers, refer to Configuring an FTP 

Server on page 41 and Configuring an HTTP Server on page 44. 

Preparing a Root Directory  

To prepare a root directory:  

1. Create a TFTP root  directory on the local system (e.g., D:\TFTP Directory). 

2. Place configuration files to this root directory.  

 

3. (Optional.) Set security permissions for the TFTP directory folder. 

You need to define a user or a group name, and set the permissions: read, write or modify. 

Security permissions vary by organizations. 

  

http://www.oldversion.com/3Com-Daemon.html
http://tftpd32.jounin.net/
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An example of configuration on the Windows platform  is shown as below: 

 

Configuring a TFTP Server 

If you have a 3CDaemon application installed on your local system, use it directly. Otherwise, 

download and install it . 

To configure a TFTP server:  

1. Double click 3CDaemon.exe to start the application. A configuration page is shown as 

below: 
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2. Select Configure TFTP Server . Click the     button to locate the TFTP root directory from 

your local system: 

 

3. Click the Confirm  button to finish configuring the TFTP server.  

The server URL ǰtftp://IP/Ǳ (Here ǰIPǱ means the IP address of the provisioning server, for 

example, Ǳtftp://192.168.1.100/Ǳ) is where the Skype for Business phone downloads 

configuration files from.  
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Obtaining the  Provisioning Server  Address 

Yealink Skype for Business phones support obtai ning the provisioning server address in 

following ways: 

 ̧ DHCP Options 

 ̧ Phone Flash 

The priority of obtaining the provisioning server address is as follows: DHCP Option s (Custom 

option -->option 66 -->option 43 )-->Phone Flash. 

The following sections detail the process of each way (take the T46G Skype for Business phone 

as an example). 

DHCP Options  

Yealink Skype for Business phones support obtaining the provisioning server address by 

detecting DHCP options during startup . 

The phone will automatically detect the option 66 and option 43 for obtaining the provisioning 

server address. DHCP option 66 is used to identify the TFTP server. DHCP option 43 is a 

vendor-specific option, which is used to transfer the vendor-specific information. 

If DHCP option 66 and 43 are not available, you can configure the phone to obtain the 

provisioning server address via a custom DHCP option 160 or 161. To obtain the provisioning 

server address via a custom DHCP option, make sure the DHCP option is properly configured on 

the phone. The custom DHCP option must be in accordance with the one defined in the DHCP 

server. 

For more information on how to configure a DHCP server, refer to Configuring a DHCP Server 

on page 49. 

To configure the DHCP option via web user interface:  

1. Click on Settings ->Auto  Provision . 

2. Mark the On radio box in the DHCP Active  field. 
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3. Enter the desired value in the Custom Option (128~254)  field. 

 

4. Click Confirm  to accept the change. 

During startup, the phone will broadcast DHCP request with DHCP options for obtaining the 

provisioning server address. The provisioning server address will be found in the received DHCP 

response message. 

After the Skype for Business phone obtains the provisioning server address from the DHCP 

server, it will connect to the provisioning server and perform the  auto provisioning process 

during startup . 

For more information on the DHCP options, refer to 

Yealink_Skype_for_Business_HD_IP_Phones_Administrator_Guide. 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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The following figure shows the example messages of obtaining the TFTP server address from a 

custom DHCP option: 

 

Right click the root node of the custom option (e.g., option 128) shown on the above figure, and 

select Copy->Bytes->Printable  Text  Only . Paste the copied text in your favorite text editor to 

check the address, for example, tftp://192.168.1.100/. 

Phone Flash 

Yealink Skype for Business phones support obtain ing the provisioning server address from the 

phone flash. To obtain the provisioning server address by reading the phone flash, make sure 

the configuration is set properly . 

To configure the  phone  f lash via web user interface:  

1. Click on Settings ->Auto  Provision .  
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2. Enter the URL, user name and password of the provisioning server in the Server URL, User 

Name and Password fields respectively (the user name and password are optional) . 

 

3. Click Confirm  to accept the change. 

After the above configuration is completed, the phone will connect to the configured 

provisioning server and perform the auto provisioning process by one of the following methods: 

Power On, Repeatedly, Weekly, Auto Provision Now and Multi -mode Mixed. For more 

information on these methods, refer to Triggering the Phone to Perform the Auto Provisioning  

on Page 25. 

Note  

 

 

You can also enter ǰM7:configuration parameterǱ (for example: 

M7:local_time.manual_time_enable = 1 ) in the Server URL field, and then trigger the phone to 

perform the auto provisioning directly.  
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Triggering the Phone to Perform the Auto 

Provisioning  

This chapter introduces the following methods  to trigger  the Skype for Business phone to 

perform the auto provisioning process: 

 ̧ Power On 

 ̧ Repeatedly 

 ̧ Weekly 

 ̧ Auto Provision Now 

 ̧ Multi -mode Mixed 

 ̧ Auto Provisioning via Activation Code 

 

Power On  

The Skype for Business phone performs the auto provisioning process when the phone is 

powered on. 

To activate  the power on mode v ia a web user interface : 

1. Click on Settings ->Auto  Provision . 

  

When there is an active call on the phone during auto provisioning, the auto provisioning 

process will detect the call status every 30 seconds. If the call is released within 2 hours, the auto 

provisioning process will be performed normally. Otherwise, the process will end, due to timeout.  
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2. Mark the On radio box in the Power On  field. 

 

3. Click Confirm  to accept the change. 

Repeatedly  

The Skype for Business phone performs the auto provisioning process at regular intervals. You 

can configure the interval for the repeatedly mode. The default interval is 1440 minutes.  

To activate  the repeatedly mode via web user interface:  

1. Click on Settings ->Auto  Provision . 

  
















































