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About This Guide

About This Guide

XML browser simply means that the SIP phonesgLCD screendisplay can be managed by

external applications.

This guide shows you how to use XML API to control the LCD screendisplay of Yealink IP
phones as well as its configuration. The XML APl is intended to provide you with flexibility in
developing applications on the phones while tightly integrating into the phone & telephony

capabilities and functions.
This guide applies to the following Yealink IP phones:

SIP VRT49G SIRT48G, SIPT46G,SIRT42G SIRT41PR, SIRT40P, SIPT29G, SIPT27P,
SIRT23P/G, SIPT21(P) E2, SH19(P) E2and CP860 IP phones running firmware version

80 or later

SIRT48S,SIRT46S SIRT42S, SIPT41S SIRT40G and SIRT27GIP phones running

firmware version 81 or later

Who should use this guide?

This guide is designed specifically to provide development engineers, system administrators,
or network engineers with information for developing and deploying customized client

servicesto Yealink IP phonesusing the XML browser feature.

This guide is not intended for end users and does not provide user-level information on how

to use any specific XML applications.
Before reading this guide, you should be familiar with the following:

Basic text editors, or full IDElike Eclipse or Microsoft Visual Studio for creating or writing

code.
General application and software development.

Adequate planning, creating, and testing resources needed to produce a fully deployable

web-based application.
Yealink IP phones and provisioning methods.
How to use an XML editor.

The XML-based schema and syntax.
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Summary of Changes

This section describes the changes to this guide for each release and guide version.

Changes for Release 81, Guide Version 81.21

Documentations of the newly released SIRT40G IP phones have been added

Changes for Release 81, Guide Version 81.20

None

Changes for Release 81, Guide Version 81.15

Documentations of the newly released SIRT48S,SIRT46S SIRT42S,SIRT41S and SIPT27GIP
phones have been added.

Major updates have occurred to the following sections:

InputScreen Object on page 23

Yealink IP Phone XML Configurationson page 91

Changes for Release 80, Guide Version 80.81

Documentations of the newly released CP860 andSIPVP-T49GIP phones have been added

Changes for Release 80, Guide Version 80.80

Documentations of the newly released SIRT40P IP phones have been added

Major updates have occurred to the following section :

Execute Objecton page 49

Changes for Release 80, Guide Version 80.60

Documentations of the newly released SIRT19(P) E2IP phones havebeen added.

The following section is new:

Configuring the Default Input Method on page 103

Major updates have occurred to the following sections:

XML display control and keys on Yealink IP phoneson page 5
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Yealink IP Phone XML Objecton page 8

TextMenu Object on page 9

Changes for Release 80, Guide Version 80.20

This version is updated to remove SIRT28P, SIPT26P, SIPT22(P) SIRT21(P) SIRT20(P)and
SIRT19(P)IP phones Documentations of the newly released SIPT27P and SIRT21(P) EAP
phones have also been added

Major updates have occurred to the following sections:

XML display control and keys on Yealink IP phoneson page 5
Yealink IP Phone XML Objecton page 8

Configuring an XML BrowserKey on page 91

Changes for Release 80, Guide Version 80.6

Documentations of the newly released SIRT29G IP phones have also been added Major
updates have occurred to the following sections:

XML display control and keyson Yealink IP phoneson page 5
Yealink IP Phone XML Objecton page 8
Customizable Softkeyson page 76

Configuring an XML BrowserKey on page 91

Changes for Release 80, Guide Version 80.5

Documentations of the newly released SIRT23P/GIP phones have also been added Major
updates have occurred to the following section s:

XML display control and keyson Yealink IP phoneson page 5
Yealink IP Phone XML Objecton page 8
Customizable Softkeyson page 76

Configuring an XML BrowserKey on page 91

Changes for Release 73, Guide Version 7 3.16

This version is updated to remove SIRT3xG and VP530IP phones.Major updates have

occurred to the following section:

Yealink IP Phone XML Objecton page 8
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Changes for Release 72, Guide Version 7 2.60

Major updates have occurred to the following section:

Yealink IP Phone XML Objecton page 8

Changes for Release 72, Guide Version 7 2.30

The following sections are new:

XML Formaton page 2

Some Development Guidelines on page 81
Troubleshooting on page 105

Appendix on page 107

Major updates have occurred to the following section:

Yealink IP Phone XML Objecton page 8

Changes for Release 72, Guide Version 7 2.2

This version is updated to incorporate SIRT48G IP phonesMajor updates have occurred to

the following section:

Yealink IP Phone XML Objecton page 8

Changes for Release 72, Guide Version 7 2.1

This version is updated to incorporate SIRT46G, SIPT42G and SIPT41P IP phones.Major
updates have occurred to the following section :

Yealink IP Phone XML Objecton page 8

Changes for Release 71, Guide Version 7 1.165

Major updates have occurred to the following section :

Yealink IP Phone XML Objecton page 8

Changes for Release 71, Guide Version 71. 140

Major updates have occurred to the following sections:

XML display control and keys on Yealink IP phoneson page 5

vi
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Yealink IP Phone XML Objecton page 8
Customizable Softkeyson page 76

XML Objects Pushed to the Phoneon page 79

Changes for Release 71, Guide Version 71. 111

Documentations of the newly released SIRT19(P)and SIRT21(P)IP phones have also been
added.

Changes for Release 71, Guide Version 71. 110

The following sections are new:

Configuring the Push XMLServeron page 85
Configuring the Block XML in Calling on page 98

Major updates have occurred to the following section :

Yealink IP Phone XML Objecton page 8

vii
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XML and Yealink IP Phones

XML and Yealink IP Phones

What is XML?

XML stands for extensible Markup Language. It is a markup language much like HTML. HTMLis
designed to display data and to focus on how data looks, while XML is designed to describe
data and to focus on what data is.

XML enables SIP phones to serve as output devices for may exciting applications. The XML
infrastructure allows the phones to interact with external applications in a flexible and
programmable manner.

The following are characteristics of XML:

XML tags are not predefined. You must define your own tags.
XML usesan XML schema to describe the data.
XML with an XML schema is designed to be selfdescriptive.

XML is a W3C Standard Recommendation.

Sample of Basic XML document:

<?xml version="1.0" encoding="1SO-8859-1"?> Ii XML Declaration

<YealinkIPPhoneTextMenu

destroyOnExit="no"

style="numbered"

Beep="no"

Timeout="30"

Lockin="no">

<Title wrap="yes">Phone Services</Title>
<Menultem>

<Prompt>Ask Google</Prompt>
<URI>http://10.2.11.158/yealink/googlefgoogle.php?user=</URI>
<Dial>456</Dial>

</Menultem>

<Menultem>

<Prompt>CNN News</Prompt>
<URI>http://10.2.11.158/yealink/rss/rss|php?feed=cnn</URI>
<Dial>1001</Dial>

</Menultem>

</YealinkIPPhoneTextMenu>

Root element Child elements of the root
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XML Format

XML is written in the form of XML elements consisting of tags enclosed in angle brackets (e.g.,
<YealinkIPPhoneTextMenw). XML contains 3 kinds of tags: the start tag, the end tag and the
empty-element tag. The empty-element tag has two kinds of form: in pairs (e.g.,
<Menultem>< /Menultem>) and not in pairs (e.g.,<Menultem />). With the exception of the
empty-element tag not in pairs, XML tags most commonly come in pairs like
<YealinkIPPhoneTextMenu>and </YealinkIPPhoneTextMenu>. The first tag in a pair is the
start tag (e.g.,<YealinkIPPhoneTextMenu>), and the second tag is the end tag (e.g.,

</YealinklPPhoneTextMenu>). XML mainly follows rules as below:

XML must have root element.

The end tag must have the characterj/DZ

XML tags are case sensitive.

Each attribute value should be within double quotations .
The texts within <!-- --> are considered as comments.

XML provides escapefacilities for including characters which are problematic to include
directly. For example, the characters "<" and "&" are key syntax markers and may never appear

in content. XML hasfive predefined entiti es.

XML conversion table is shown as below:

Character Name Escape Sequence
& Ampersand &amp;
i Quote &quot;
0 Apostrophe &apos;
< Left angle bracket &lt;
> Right angle bracket &gt;

To respect XML ecommendations, the following header can be set atthe beginning of the

XML document,

<?xml version="1.0" encoding="1S0O-8859-1"?>

Or

<?xml version="1.0" encoding="UTF-8"?>

Yealink provides XML object files beginning with the XML declaration] <? xml ver si on="1.0"

encoding="ISO-8859-1 " 2. > DZ

For more information on XML, refer to http://www.xml.com/ .


http://en.wikipedia.org/wiki/HTML_element
http://en.wikipedia.org/wiki/Angle_brackets
app:ds:character
http://en.wikipedia.org/wiki/Escape_sequence
http://en.wikipedia.org/wiki/List_of_XML_and_HTML_character_entity_references#Predefined_entities_in_XML

XML and Yealink IP Phones

Functionality

The XMLbrowser feature on Yealink IP phones allows users tadevelop and deploy custom
services which meet user functional requirements on the server. Users can customize practical

applications, such as weather report, $ock information, Google search, news service etc.

Phone service developers should takeit into consideration that the phone is not a web
browser so it cannot parse HTML. Although the content is delivered to the phone through
HTTP messages using a web server, keep in mind that the content is not HTML. All content

comes to the IP phone either as plain text or text packaged in XML objects.

Yealink IP phones support10 proprietary XML objects, which allow the creation of powerful

XML applications.
There are 2 types of XML objects:

Ul objects : XML objects are used to control the LCD screendisplay of IP phones.

Non Ul objects : XML objects have no direct impact on the current LCD screendisplay of IP
phones.

The supported object s are:

TextMenu object (Ul)
TextScreen object (Ul)
InputScreen object (Ul)
Directory object (Ul)
ImageScreenobject (Ul)
ImageMenu object (Ul)
FormattedTextScreenobject (Ul)
Status object (Ul)

Execute object (Non Ul)

Configuration object (Non Ul)
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How does it work?

Depending on the IP infrastructure, Yealink hassupported developing the XML browser
capability of the phones using HTTP. Yealink IP phones support twanodes for XML browser
applications:

Phone-initiated

Server-initiated

Phone initiated application

You can press the predefined XML Browser key to trigger the phore initiated application of
XML browser. After you press the key, the IP phone issues an HTTP(s) GEdquest messageto
the server, waits for the answer, decodes and displaysthis response message likeany web
browser, such asMicrosoft Internet Explorer or Firefox, and would do as a web client. For more
information on how to configure an XML Browser key, refer to Configuring an XML Browser
Key.

HTTP(S) Server

200 OK

HTTP(S) GET XML Document in Body

Yealink IP Phones

Figurel Yealink IP phone acting as a client

Server initiated application

The srver initiated application would be more frequently used on the network. In this mode,
end users do not need to do any configuration and operation.

The servercan push an XML objectto the phone via an HTTP POSTFor more information,
refer to XML Objects Pushed to the Phone
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In addition, Yealink IP phones support acceping SIP NOTIFY messages from SIP proxy server,
and act as limited web servers. For more information on how to configure the XML SIP Notify,
refer to Configuring the XML SIP Notify.

HTTP(S) Server

200 OK
Confirmation HTML in Body

HTTP(S) PUSH
XML Document in Body

Yealink IP Phones

Figure2 Yealink IP phone acting as a server (HTTB)post)

SIP Server

200 OK
Confirmation HTML in Body

SIP NOTIFY
XML Document in Body

Yealink IP Phones

Figure3 Yealink IP phone acting as a server (SIP NOTIFY)

XML display control and keys on Yealink IP phones

This chapter describes the available part of theLCD screenfor each phone model of Yealink IP
phones as well as the keys that are controlled by the XML objects.

The LCD screenand keys available for XML applications on a Yealink  SIP VP-T49G IP

phone are:

16 text lines and 1 soft key line for the LCD screen
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The soft key line is a command line and will be used to display the labels of the available

actions.
(® TextScreen
(P TextMenu
A (® InputScreen 3
Line key line key
or DSS key G vicectory or DSS key

-2 0SS Key

~

Returnto the Returnto the
previous menu idle screen

The LCD screenand keys available for XML applications on a Yealink SIP  -T48G/S IP
phone are:

15 text lines and 1 soft key line for the LCD screen
The left and right arrow navigation keys
The up and down arrow navigation keys

The soft key line is a command line and will be used to display the labels of the available
actions. Depending on the XML object displayed on the phone, the X key can also be
interpreted aandthe QKkkaryc ealsDZak gy,onf i r mDZ key.

Turn pages

19 35 Tue Feb 25

S

) TextScreen
Line key (R — & (s :
or DSS key ,t'— Y Line key
" or DSS key

v

+% DSS Key

‘0 Previous ﬁ
Return to the Return to the
previous menu Soft key idle screen

The LCD screenand keys availa ble for XML applications on a Yealink
SIP-T46G/ T46S/T29G IP phone are:

10 text lines and 1 soft key line for the LCD screen
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The left and right arrow navigation keys
The up and down arrow navigation keys

The soft key line is a command line and will be used to display the labels of the available
actions. Depending on the XML object displayed on the phone, the X key can also be
interpreted aandthe QKkeaeryc ealsDZak gy,onf i r mDZ key.

The LCD screenand keys available for XML applications on a Yealink
SIP-T42G/T42S/T41P/T41S IP phone are:

5 text lines and 1 soft key line for the LCD screen
The left and right arrow navigation keys
The up and down arrow navigation keys

The soft key line is a command line and will be used to display the labels of the available
actions. Depending on the XML object displayed on the phone, the X key can also be
interpreted aandthe QKkeaeryc elsDZak gyc,onf i r mDZ key.

The LCD screen and keys available for XML applic ations on a Yealink SIP -T27P/G IP
phone are:

7 text lines and 1 soft key line for the LCD screen
The left and right arrow navigation keys
The up and down arrow navigation keys

The soft key line is a command line and will be used to display the labels of the available
actions. Depending on the XML object displayed on the phone, the X key can also be
interpreted aandthe QKkaeryc elsDZak gyc,onf i r mDZ key.

The LCD screenand keys availabl e for XML applications on a Yealink
SIP-TA0P/T40G/T23P/T23G/ T21(P) E2/ T19(P) E2 IP phone are:

4 text lines and 1 soft key line for the LCD screen
The left and right arrow navigation keys
The up and down arrow navigation keys

The soft key line is a command line and will be used to display the labels of the available
actions. Depending on the XML object displayed on the phone, the X key can be interpreted as
a Jcancel DZOKkegy asdat heond{T23P/MEBETRERB) EX P phon&heP

Oy &2d Fyphones

)

keycanbeas a | c o fiof SIFTH

The LCD screenand keys available for XML applications on a Yealink  CP860 IP phone are:
5 text lines and 1 soft key line for the LCD screen
The up and down arrow navigation keys

The soft key line is a command line and will be used to display the labels of the available

actions. Depending on the XML object displayed on the phone,the OKk ey as a J conf i r mDzZ k
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Yealink IP Phone XML Objects

Creating interactive service applications is relatively easy when you understand the XML
objects that are defined for Yealink IP phonesand the behavior that each XML object

generates.

Regardless of what cause the phone to load an XML page, the phone always behaves
appropriately after it loads a page. Appropriate behavior depends only on the type of data
delivered in the page.

This chapter details all the XML objects supported by Yealink IP phones.

In this chapter:
Yealink IP phones with soft keys are:

Yealink SIRT46G/S IP phones
Yealink SIRT42G/S IP phones
Yealink SIRT41P/S IP phones
Yealink SIRT40P/G IP phones
Yealink SIRT29G IP phones
Yealink SIRT27P/G IP phones
Yealink SIRT23P/GIP phones
Yealink SIRT21(P) EAP phones
Yealink SIRT19(P) E2IP phones

Yealink CP860IP phones
Yealink IP phones with a color graphical touch screen are:
Yealink SIPVP-T49GIP phones

Yealink SIRT48G'S IP phones
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XML Object Definitions

Note

This section details each proprietary XML object supported by Yealink IP phones.You can ask
the distributor or Yealink FAE for XML object files or obtain XML object files online:
http://support.yealink.com/docume ntFront/forwardToDocumentFrontDisplayPage.

The size of an XML object cannot exceed 10000 bytes (10 kb).

Per XML specificatiors, only one XML object is supported in an XML document sent to the
phone.

XML objects do not support Chinese charactes.

TextMenu Object

The TextMenu object allows users to create a list of menu items onthe IP phones. You can use
the TextMenu object to customize some functions such as weather report, stock information,

new services, etc. You can browse the menu iters by linking HTTP requests.

XML description of the TextMenu object:

<?xml version="1.0" encoding="ISO-8859-1"?>
<YealinkIPPhon& extMenu
destroyOnExit="yes/no"
defaultindex = "integer"
style = "numbered/none "
Beep ="yes/no"
wrapList="yes/no"
Timeout = "integer"
cancelAction = "URI'
Lockln = "yes/no"
>
<Title wrap = "yes/no">Menu Title</Title>
<Menultem>
<Prompt>First menu item</Prompt>
<URI>HTTP(s) URK/URI>
<Dial>Number for dial</ Dial >
<Selection>Selection</ Selection>
</Menultem>

<!--Additional menu items may be added (up to 30) -->

<!--Additional soft key items may be added -->



http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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</ YealinkIPPhon& extMenu>

The parameters of the TextMenu object are listed in the following table:

Parameter Position Type Value Description

YealinklPPh
oneTextMen Root tag mandatory none

The root element of the

TextMenu object.
u

Select]yesD return to the
previous XML object after
exit. SelectjnoD® return to

destroyOnEx ‘ jyes .
Root tag optional the previous screen,and

it ] noDZ .
J keep in the same XML
object after exit. Default

value isjnoDZ

Position of the cursor. If the
value is not specified or
exceeds the number of
defaultindex Root tag optional Integer menu items, the cursor will
be positioned on the first
menu item. Default value is
1.

numbered (default): Add a

digit before each menu
] numbe| )
style Root tag optional item for index.

jnone )
none: No sign before each

menu item.

Whether to play a tone
_ ] y e s O when the XML object is
Beep Root tag optional )
] noDZ opened. Default value is

J yesDZ

Whether to display the title
of the menu item specified
by the Prompt parameter in
multi -lines when the
fyes content of the title is more
wrapList Root tag optional than one |ine
j noDZz ) o
to display the title in

multi-l i nes, and
one line. Default value is

] y e(enBZor SIP

VP-T49G/SIR T48G/T48SIT

10
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Parameter

Position

Type

Value

Description

46GIT46S/T29GIP phones)

Note: It needs to add a
spaceto indicate a new

line.

Timeout

Root tag

optional

integer

If there is no operation at a
fixed interval (in seconds)
on the phone, the phone
will automatically exit from
the TextMenu screen If it is
set to 0, the phone will not
automatically exit from the
TextMenu screenuntil
pressing the ] ExitDZoft key,
] XDKey or off-hook key, or
tapping
is 45.

. Default value

Note:Pr essi XY k€
is not applicable to SIP
VP-T49G/SIRT19(P)
E2CP860 IP phones.
Pressing the off-hook key is
only applicable to CP860 IP
phones. Tapping is
only applicable to SIP
VP-T49G/SIRT48GFT48S IP
phones.

Note:I f J cancel
not left blank, the function
of J XDZ key is
defined by Jec
I f Jcancel Act
bl ank, the fu
key is returning to the idle

screen.

cancelAction

Root tag

optional

URI

Define the URI to be called
when the user cancels the
XML object.

LockIn

Root tag

optional

Jyes

J noDZ

Ifitisset to Jye
phone ignores specified
function key events. Default

val ue Fosmoren oD

11
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Parameter Position Type Value Description

information, refer to the
function keys and soft keys

table shown next.

Title Body mandatory string Thetitle of the text menu.

Whether to display the title
of the menu in multi-lines
when the content of the
title is more than one line
(up to 3 lines for SIP-T27 IP
phones; up to 2 lines for
CP860SIP-T42G/T42S/T41
{yesd P/T41ST4A0RT40G/T23P/T
wrap Title tag optional 23G/T21(P) E2/T19(P) EP
J noDZ phones; not limit for SIP
VP-T49G/SIRT48G/T48S/T
46G/T46S/T29G with space
in title ).

Select JyesDz
multi-l i nes, and
one line. Default value is
JyesDZ

The element of the menu

item.
Menultem Body mandatory none
(Up to 30 instances,
minimum is 1)
Menultem . .
Prompt mandatory string The label of the menu item.
body
URI to be used if the user
presses the] SelectDoft
key or JOK/S Digey with the
Menultem . .
URI mandatory URI cursor on this menu item.
body .
Note : Pr e s sQKtsdZ
key is not applicable to SIP
VP-T49GIP phones.
Define what number will be
dialed when the user picks
) Menultem ] Phone
Dial optional up the handset, or presses
body number

the Speakerphonekey, line
key or the off -hook key.

12
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Parameter Position Type Value Description

Note : Picking up the
handset or pressing the
Speakerphonekey is not
applicable to CP860IP
phones. Pressing line key is
not applicable to SIP-T19(P)
E2/CP860 IP phones.
Pressing off-hook key is
only applicable to CP860 IP

phones.

I f  Jidb&tloRAHTTP
URL, the j?selection= xxx
(defined by the Selection
parameter)" will be
appended to the URI when
the user presses the
JSelecDZoft key or the
JOK/S Digey.

Note: Pr e s sQKiSdZ
key is not applicable to SIP
VP-T49GIP phones.

Note:Ifa] ? DZ al r e g
in the URI, t
used to separate the URI

and the Selection

. Menultem . .
Selection optional string
body

parameters. The parameter
name ] selectionDi&
automatic. If the Selection
attribute is omitted, then
nothing extra is appended
to the URI. If the Selection
parameter has more than
one parameter, then these
parameters are appended
to the URI.

(e.g., iffURDIB set to
http://10.1.0.105/menul.x
ml? and J SelectionDi& set to
0&menu_pos=1, the phone
will send a request
jhttp://710. 1.
ml?&selection=0&menu_p

13
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Parameter Position Type Value Description
0 s = Whe# the user
presses the] SelectDZoft
key.)
] ) Refer to Customizable Soft
SoftKey Body optional string ) )
keys for more information.

14

If there is no soft key defined in the TextMenu object, the LCD screen dispays the following

default soft keys:

For

CP860SIRT46G/T46S/T42G/T42S/T41P/T416T40RTA0G/ T29G/ T27P/T27G/T23T23G/ T21(P)

E2T19(P) E2IP phones:

SoftKey Index Label URI
1 Exit SoftKeyExit
4 Select SoftKeySelect
For SIPVP-T49G/SIR T48GT48S IP phones:
SoftKey Index Label URI
1 Select SoftKey:Select
The function keys and soft keys are listed in the following table:
Key Name Operation Function
Browse the menu item up and down.
Up/Down Pressing the yp/down
Key key Note : Pressing theup/down key is not
applicable to SIPVP-T49GIP phones.
Turn pages.
Left/Right Pressing the left/right
Key key Note : Pressing theleft/right key is not
applicable to SIPVP-T49GCP860IP phones.
I f the val ue o fthefuhcdonlL
of the digit key is highlighting a menu item. If
the value of the Lockini syespZ t he p
be no response.
o Pressingthe digit keys
Digit Key 1-9 Note: IP phones support one-digit number
only. If you press the digit that exceeds the
maximum of the menu items, the phone will
be no response. It is not applicable to SIP
VP-T49G IP phones.
Select Pressing the Select Execute the content of the URIfield assigned
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Key Name Operation Function

soft key to the selected menu item.

Pressing the Exit oft
key

Tapping (only for
SIP

Exit VP-T49G/SIRT48G/T4 | Exitfrom the current XML screen.
8S IP phoneg
Pressing the on-hook

key (only applicable to
CP860 IP phones)

I f the val ue o fandthareisad
number contained in the Dial tag, the phone
will dial out the number.

I f the val ue o fandthbereis L

no number contained in the Dial tag :
For pressing the line key, the phone will be
no response.

For off hook and pressing Speakerphone
Key off-hook key, the phone will enter the

Off-hook/ pre-dialing screen.
Line Key/ Off hook Ift he value of tdnethetedsc
Speakerpho | Pressing theline key/ | & number contained in the Dial tag:
ne Key SpeakerphoneKey | For off hook and pressing the line key, the
Off-hook Off-hook key phone will dial out the number.
Key

For pressing Speakerphonekey, the phone

will be no response to any operation.

Ift he value of t dn@thetedsc
no number contained in the Dial tag, the

phone will be no response to any operation.

Note : Pressing the line key is not applicable
to SIP-T19(P) E2ZCP860IP phones.Pressing
the off-hook key is only applicable to CP860
IP phones. Off hook is not applicable to
CP860 IP phones.

| fcangelActionDig not left blank, the function
of ] XdDaAalkngtlge URIdefined by

CancelKey | Pressingthe]X Bgy | JcancelActionDZ

If JcancelActionDig left blank, the function of

] X DZiskretuyning to the idle screen

15
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16

Key Name Operation Function

Note : PressXDhgetyhe s not
to SIPVP-T49G/SIRT19(P) E2ZCP860IP

phones.

The funct i o nOK(SfDEey is the same as

. Pressing theJOK/S DZz| thatof ] Sel.ect DZ
OK/S Key ]
key Note: Pressingt h ®©K/$DZ key i s

applicable to SIPVP-T49GIP phones.

An example of the TextMenu object:

<?xml version="1.0" encoding="1SO-8859-1"?>
<YealinkIPPhoneTextMenu
style="numbered"
Beep="no"
Timeout="30"
Lockin="no">
<Title wrap="yes">Phone Services<Title>
<Menultem>
<Prompt>Ask Google</Prompt>
<URI>http://10.2.11.158/yealink/google/google.php?user=</URI>
<Dial>456</Dial>
<Selection>12345</Selection>
</Menultem>
<Menultem>
<Prompt>CNN News</Prompt>
<URI>http://10.2.11.158/yealink/rss/rss.php?feed=cnn</URI>
<Dial>1001</Dial>
<Selection>4567</Selection>
</Menultem>

</YealinkIPPhoneTextMenu>

In the example, with the first menu item selected and taking SIP-T23G IP phone for reference:

Picking up handset, the phone will dial J456Ddsing the first available account.
Pressing the Speakerphonekey, the phone will dial ] 456Dising the first available account.
Pressing thefirst line key, the phone will dial j456Dising the corresponding account.

Pressing the Select soft key or OK key, the phone will call
http://10.2.11.158/yealink/google/google.php?user= &selection=12345.



Yealink IP Phone XML Objects

The screenshot of the SIRT23GIP phone user interface for reference is shown as below:

Phone Serwices

1. A=k Goo
2 CHMN MNe

| Exit | [

The screenshot of the SIP VRT49GIP phone user interface for reference is shown as below:

16 07 Thu Oct 15

Phone Services (3 Textscreen

1.Ask Google

@ TextMenu

2.CNN News

=7 DSS Key

®

The screenshot of the SIRT48GIP phone user interface for reference is shown as below:

14 05 Thu Mar 06

Phone Services
1.Ask Google

2.CNN News

| | &% DSS Key

Select

17
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The screenshot of the SIRT46GIP phone user interface for reference is shown as below:

Select

TextScreen Object

The TextScreernobject allows users to display some texts on the IP phones.

XML description of the TextScreen object:

<?xml version="1.0" encoding="1SO-8859-1"?>
<YealinkIPPhon& extScreen
destroyOnEXxit="yes/no"
Beep ="yes/no"
doneAction = "URI'
Timeout = "integer"
cancelAction = "URT'
Lockln = "yes/no">
<Title wrap = "yes/no">Text Title</Title >
<Text>The screen text goes here</Text>
<!--Additional soft key items may be added -->

</ YealinkIPPhon& extScreer>

The parameters of the TextScreenobject are listed in the following table:

Parameter Position Type Value Description

YealinklPPh
The root element of the

oneTextScre Root tag mandatory none .
TextScreen object.
en
SelectjyesDio return to
. the previous XML object
destroyOnEx , Jyes@( P :
. Root tag optional y after exit. SelectjnoD®
it ] noDz

return to the previous

screen,and keep in the

18
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Parameter Position Type Value Description

same XML objectafter
exit. Default value isjnoDZ

Whether to play a tone
_ Iy e s O when the XML object is
Beep Root tag optional )
] noDZ opened. Default value is

JyesDZ

Define the URIto be
called when the user
presses the] OK/S Diey.
doneAction Root tag optional URI Note : Pr es sQkh g
SDZkey is no
to SIPVP-T49GIP

phones.

If there is no operation at
a fixed interval (in
seconds) on the phone,
the phone will
automatically exit from
the TextScreenscreen If
it is set to 0, the phone
will not exit from the
TextScreenscreen until
pressing the JExitDZoft
key, ] XDigey or off-hook
key, or tapping

Timeout Root tai optional integer .
9 P g Default value is 45.

Note : Pr es sXDa g
key is not applicable to
SIPVP-T49G/SIRT19(P)
E2CP860 IP phones.
Pressing the off-hook key
is only applicable to
CP860 IP phones.
Tapping is only
applicable to SIP
VP-T49G/SIRT48G/T48S
IP phones.

Define the URI to be
cancelAction Root tag optional URI called when the user

cancels the XML object.

19
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Parameter

Position

Type

Value

Description

LockIn

Root tag

optional

jyesi(

j noDZz

Ifitisset to Jye¢
phone ignores specified
function key events.
Defaul t v aFbru
more information, refer

to the function keys and
soft keys table shown

next.

Title

Body

mandatory

string

Thetitle of the screen
text.

wrap

Title tag

optional

jyes
] noDz

Whether to display the
title in multi -lines when
the content of the title is
more than one line (up to
3 lines for SIRT27 IP
phones; up to 2 lines for
CP860SIP-T42G/T42SIT4
1P/T41ST40RT40G/T23
P/T23G/T21(P) E2/T19(P)
E2IP phones, not limit for
SIP
VP-T49G/SIRT48G/T48S/
T46EFT46S9T29G with
space in title).
Sel ect ] yesDjJ
multi-l i nes, angd
one line. Default value is

JyesDZ

Text

Body

mandatory

string

The content of the screen
text.

(Text length must be
within 2000 bytes.)

Softkey

Body

optional

string

Refer to Customizable
Soft keys for more

information.

If there is no soft key defined in the TextScreenobject, the LCD screen dispays the following
default soft key (the SIPVP-T49G/SIRT48GT48S IP phones do not display the soft key):

I P Phones



Yealink IP Phone XML Objects

For
CP860SIRT46GT46ST42G/T42S/TA1P/TA1ET40RT40G/ T29G/T27PIT27G/T23PT23G/ T21(P)
E2T19(P) E2IP phones:

SoftKey Index Label URI
1 Exit SoftKey:Exit
The function keys and soft keys are listed in the following table:
Key Name Operation Function
For
CP860/SIP-T46G/T46S/ T42G/T42S/T41P/T41
S/T40P/T40G/T29G/T27P/T27G/T23P /T23G/T
Up/Down Pressing the up/down 21(P) E2/ T19(P) E2: Browse textsline by line.
Key key
For SIP-T48G/S: Turn pages.
Note : Pressing theup/down key is not applicable
to SIPVP-T49GIP phones.
For SIP-T48G/T48S/T46G /T46S/T29G:
Turn pages.
. . . t licable t
Left/Right Pressing the left/right (not applicable to
Key key SIRT42G/T42SIT4A1P/T41ET40RT40G/ T27P/T27
G/T23RT23G/T21(P) E2ZT19(P) E2IP phones)
Note : Pressing theleft/right key is not applicable
to SIPVP-T49GFCP860IP phones.
Pressing the Exit oft
key
Tapping (only for
SIP
Exit VP-T49G/SIRT48G/T4 | Exitfrom the current XML screen.
8S IP phoneg
Pressing the on-hook
key (only applicable
to CP860 IP phones)
f the value @®dDZt hehel qpdch
enter the pre-dialing screen.
Off-hook/
. Off hook I'f the val ue of thetphoae willo
Line Key/
Speakerphon Pressing theline key/ | be no response to any operation.
e Key/ SpeakerphonekKey/ | Note : Pressing the line key is not applicable to
Off-hook Key Off-hook key SIRT19P) E2/CP860P phones. Pressing the
off-hook key is only applicable to CP860IP
phones. Off hook is not applicable to CP860 IP

21



XML Browser Developer9gs Guide for Yealink | P Phones

Key Name Operation Function

phones.

| fcangelActionDig not left blank, the function of
X DZiskcalling the URI defined by
cancelActionDZ

—C —

CancelKey Pressing the] XkBy | IfJcancelActionDig left blank,t he f unct i
key is returning to the idle screen

Note : PressXDhgetyhé s] not
SIP VRT49G/SIRT19(P) E2CP860IP phones.

The f unc®K/SDRey s tallifg the URI

3 Pressing the]OK/S Dz definedby] done Act i onDZ
OK/S Key

key Note: Pr essi rBdkey iarot applckble
to SIPVP-T49GIP phones.

An example of the TextScreenobject:

<?xml version="1.0" encoding="ISO-8859-1"?>
<YealinkIPPhoneTextScreen
doneAction="http://10.2.11.158/ cancel.php"
Timeout="15"
LockIn="no"
Beep="no">
<Title wrap="yes">Screen Title </Title>

<Text>The screen text goes here. When you see thiscongratulations to you complete the

configuration.</Text>

</YealinkIPPhoneTextScreen>

The screenshot of the SIRT23G IP phone user interface for reference is shown asbelow:

Screen Title

The zcreen text goes here,
When wou see this,
congratulations to ywou

ET

22
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The screenshot of the SIPVP-T49G IP phone user interface for reference is shown as below:

1000 16 45 Thu Oct 15

Screen Title (® TextScreen

The screen text goes here. When you see this,

<)
congratulations to you complete the configuration. N exsent

Screen Title

The screen text goes here. When you see this,
congratulations to you complete the configuration.

o

S

——

|

—

e
o)

InputScreen Object

The InputScreenobject allows users to create a screen capable of gathering user input. It

constructs and displays an input form, which prompts the users to input content, then sends

23
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the input content to th e target URL You can use InputScreenobject for user login or saving
some information to server. You can define the content and format of the input content.

XML description of the InputScreen object:

<?xml version="1.0" encoding="ISO-8859-1"?>
<YealinkIPPhonénputScreen
destroyOnEXxit="yes/no"
type="1 P/ string/ number/timeUS/timelnt/dateUS/
Beep ="yes/no"
Password = "yes/no"
Timeout = "integer"
LockIn = "yes/no"
inputLanguage = "English'
cancelAction="URL"
displayMode = "normal/ condensed"
defaultindex = "integer">
<Title wrap = "yes/no">Title string</Title>
<URL>Target receiving the input</URL>
<InputField
type = "IP/string/number/timeUS/timelnt/dateUS/datelnt/empty "
password = "yes/no"
editable = "yes/no">
<Prompt>Guidance for the input</Prompt>
<URL>Target receiving the input</URL>
<Parameter> parameter name add to URL</Parameter>
<Selection>Selection</Selection>
<Default>Default Value</Default>
</InputField>
<!--Additional input field Items may be added -->
<!--Additional soft key items may be added -->

</ YealinkIPPhonénputScreen >

The parameters of the InputScreenobject are listed in the following table:

Parameter Position Type Value Description
YealinkIPPh
The root element of the
onelnputScr Root tag mandatory none )
InputScreen object.
een

24
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Parameter Position Type Value Description

Select]yesD return to the
previous XML object after
. exit. SelectjnoD@ return to
destroyOnEx _ jyesiO .
] Root tag optional the previous screen,and
it J noDz .
keep in the same XML
object after exit. Default

value isjnoDZ

Specifies the type of input.
Data input options:

1.IP

2. string(default)

3.number

4.timeUS, 12hour format
Format:
HH:MM:SS AM/PM
HH:1-12, MM:0-59, SS:059

AM/PM stand for the

forenoon/afternoon .
Example:
j | PDZ
02:00:23 AM
Jstri
12:59:00 PM
Jnumbeg
5.timelnt, 24 hour format
type Root tag mandatory jti mel
Format:
jti mel
HH:MM:SS
jdat el
HH:0-23, MM:0-59, SS:059
jdat el
Example:
23:25:00
6.dateUS
Format :
MM/DD/YYYY

MM:1-12,DD:1-31,YYYY:0000
-9999

Example:

12/31/2009
7.datelnt

Format :

DD/MM/YYYY

25
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Parameter

Position

Type

Value

Description

DD:1-31,MM:1-12,YYYY:0000
-9999

Example:
31/01/2010

Note : The value inthe root
tag takes effect only if that
in the Input Held tag is left
blank.

Beep

Root tag

optional

yes O

—

j noDZz

Whether to play a tone
when the XML object is
opened. Default value is
JyesDzZ

Password

Root tag

optional

yes O

—

J noDz

Whether to mask the input
by the [ *Da@r j¥ D&haracter
(*Dfor black-and-white
screen phones,] ¥ Dior color
screen phones). Default
val is

ue ] n o DJ

Note : It applies to all input
fields and takes effect only
if that in the Input Held tag
is left blank.

Timeout

Root tag

optional

integer

If there is no operation at a
fixed interval (in seconds)
on the phone, the phone
will automatically exit from
the InputScreen screen If it
is set to 0, the phone will
not exit from the
InputScreen screenuntil
pressing the ] ExitDZoft key,
] XDieey or off-hook key, or
tapping
is 45.

. Default value

Note:I f J cancel
not left blank, the function
] XDZ key is

def i

of
ned by Jc
I f Jjcancel Act

bl ank, the fu

I P Phones
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Parameter

Position

Type

Value

Description

key is returning to the idle

screen.

Note: Pr es sXDh f e
not applicable to SIP
VP-T49G/SIRT19P)
E2CP860 IP phones.
Pressing the off-hook key is
only applicable to CP860 IP
phones. Tapping is

only applicable to SIP
VP-T49G/SIRT48G/T48S IP

phones.

LockIn

Root tag

optional

jyes

j noDZz

Ifitisset to Jyes¢g
phone ignores specified
function key events. Default
val ue Fosmaogren o D2
information, refer to the
function keys and soft keys

table shown next.

InputLangua

ge

Root tag

optional

JEngli

The language of user input.

Default value is English

cancelAction

Root tag

optional

URI

Define the URI to be called
when the user cancels the
XML object.

displayMod
e

Root tag

optional

normal (default): Display
the prompt and input box in

two lines.

condensed: Display the
prompt and input box in
one line. (not applicable to
SIRT42G/T42S/T41PIT4186

T40RTA40G/ T23P/T23G/T21(
P) E2/T19(P) EILP860 P

phones)

defaultindex

Root tag

optional

integer

Position of the cursor. If the
value is not specified or
exceeds the number of
input boxes, the cursor is
positioned on the first input
box. Default value is 1.
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Parameter

Position

Type

Value

Description

Title

Body

mandatory

string

Thettitle of the screen text.

wrap

Title tag

optional

Jyes@O
J noDz

Whether to display the title
in multi -lines when the
content of the title is more
than one line. (up to 3 lines
for SIP-T27 IP phones; up to
2 lines for
CP860ISIRT42G/T42S/T41P
/T41S/ TAORT40G/ T23P/T23
GIT21(P) E2/T19(P) E2P
phones; not limit for SIP
VP-T49G/SIRT48G/T48S/T4
6G/T46S/T29G with space in
title).
Select JyesDz

multi-l i ne s, and

l'ine. De f ayasDz

URL

Body

mandatory

URL

Specify the target URL to
receive the user input.

InputField

Body

optional

none

Setseveral input boxes.

type

InputField
tag

optional

j numb ¢

J dat e

Jdat el

j | PDZ

stri

ti me\

ti mel

Specifies the type of input.
Data input options:

1.IP

2. string(default)

3.number

4.timeUS, 12hour format
Format:
HH:MM:SS AM/PM
HH:1-12, MM:0-59, SS:059

AM/PM stand for the

forenoon/afternoon .
Example:
02:00:23 AM
12:59:00 PM

5.timelnt, 24 hour format
Format:

HH:MM:SS

I P Phones
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Parameter Position Type Value Description
HH:0-23, MM:0-59, SS:059
Example:
23:25:00
6.dateUS
Format :
MM/DD/YYYY
MM:1-12,DD:2-31,YYYY:0000
-9999
Example:
12/31/2009
7.datelnt
Format :
DD/MM/YYYY
DD:1-31,MM:1-12,YYYY:0000
-9999
Example:
31/01/2010
Note : The value inthe
InputHeld tag has ahigher
priority than that in the root
tag.
Whether to mask the input
by the J*Da@r j¥ D&haracter
(*Dior black-and-white
screen phones,] ¥ Dibr color
InputField _ ] y e s O screen phones) Default
password tag optional I mopZVa lue is JnobD
Note : The valuein the
Inputfield tag has ahigher
priority than that in the root
tag.
Whether to allow users to
input something. Default
. value is Jyes
editable InputField optional IyesH input anything if it is set to
tag j noDZ

J noDz

Applicable scenario: only

allow some users to login.
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Parameter

Position

Type

Value

Description

Note: If the value of the
Lockin isJyesDZisers can
not input anything no
matter what you set
Jedittabl eDZ

Prompt

InputField
body

optional

string

The prompt of user input.

Parameter

InputField
body

mandatory

string

Name of parameter to be
appended to the URL.

The] ?parameter name= the
user inputDwill be

appended to the URL when
the user presses thej SelectD]
soft key or the JOK/S Diey.

Note:Ilfa] ? DZ al r e 4
in the URL,
used to separate the

then a

parameters. If the

JPa r a mei$ cenittddlZ then
nothing extra is appended
to the URL. Pressing the

] O K Diey is not
applicable to SIPVP-T49G
IP phones.

Selection

InputField
body

optional

string

The] s e | e dhe vamenof
the Selection parameter"
will also be appended to the
URL when the user presses
the JSelectDZoft key or the
JOK/S Ditey.

Note : The parameter name
JselectionDi& automatic. If
the Selection parameter is
omitted, then nothing extra
is appended. Pressing the

] O K Diey is not
applicable to SIPVP-T49G
IP phones.

Default

InputField
body

optional

string

Default value to be
displayed in input field.

If ] DefaultDi8 left blank, the

I P Phones
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Parameter Position Type Value Description

input field will be
automatically filled with
corresponding data when
thetypeissetto] t i me U
i mg ldmatt U S DZ

jt
Jjdatel nt DZ

The soft keys displayed will
change according to the
SoftKey Body optional string attribute value of type.
Refer to Customizable Soft

keys for more information.

Note The InputField parameter in the XML file is optional. You can use thisparameter to customize
more input fields on the IP phone.

If there is no soft key defined in the InputScreen object, and t he Type fther i nput bo»
LCD screen dispays the following default soft keys:

For
CP860/SIRT46GT46S T42G/T42S/TA41P/TA1ET40RT40G/ T29G/T27P/T27G/T23PT23G/ T21(P)
E2T19(P) E2IP phones:

SoftKey Index Label URI
1 Submit SoftKeySubmit
2 Dot (.) SoftKeyDot
3 BackSpace SoftKeyBackSpace
4 Exit SoftKeyExit

For SIRT48dS IP phones:

SoftKey Index Label URI
1 Dot (.) SoftKey:Dot
2 BackSpace SoftKey:BackSpace
3 Submit SoftKey:Submit

For SIPVP-T49GIP phones:

SoftKey Index Label URI
1 Submit SoftKey:Submit
If there is no soft key defined in the InputScreenobject, and t he Type for input box
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J t i medatel PRZ ¢ el njtlDECD screen dispays the following default soft keys:

For
CP860SIRT46GT46ST42G/T42S/TA1PITA1ET40RATA40G/ T29G/T27P/T27G/T23RT23G/ T21(P)
E2T19(P) E2IP phones:

SoftKey Index Label URI
1 Submit SoftKeySubmit
2 2aB SoftkeyChangeMode
3 BackSpace SoftKeyBackSpace
4 Exit SoftKeyExit

For SIRT48GS IP phones:

SoftKey Index Label URI
1 2aB SoftKey:ChangeMode
2 BackSpace SoftKey:BackSpace
3 Submit SoftKey:Submit

For SIPVP-T49G IP phones:

SoftKey Index Label URI

1 Submit SoftKey:Submit

If there is no soft key defined in the InputScreenobject,and t he Type frnamberDZnput box
the LCD screen displays the following default soft keys:

For
CP860SIRT46GT46S T42G/T42S/TA1PITA1ETA0AT40G/ T29G/T27P/T27G/T23WT23G/ T21(P)
E2T19(P) E2IP phones:

SoftKey Index Label URI
1 Submit SoftKeySubmit
2 BackSpace SoftKeyBackSpace
4 Exit SoftKeyExt

For SIRT48GS IP phones:

SoftKey Index Label URI
1 BackSpace SoftKey:BackSpace
2 Submit SoftKey:Submit
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For SIPVP-T49G IP phones:

SoftKey Index Label URI
1 Submit SoftKey:Submit
If there is no soft key defined in the InputScreenobject, and t he

the LCD screen displays the following default soft keys:

For

Ty p e stringDZ

CP860SIRT46GT46ST42G/T42S/TA1PITA1ET4A0RAT40G/ T29G/T27P/T27G/T23RT23G/ T21(P)
E2T19(P) E2IP phones:

SoftKey Index Label URI
1 Submit SoftKeySubmit
2 2aB SoftkeyChangeMode
3 BackSpace SoftKeyBackSpace
4 Dot (.) SoftKeyDot
5 NextSpace SoftKeyNextSpace
6 Exit SoftKeyExit
For SIRT48GS IP phones:
SoftKey Index Label URI
1 2aB SoftKey:ChangeMode
2 BackSpace SoftKey:BackSpace
3 Dot (.) SoftKey:Dot
4 NextSpace SoftKeyNextSpace
5 Submit SoftKey:Submit
For SIPVP-T49G IP phones:
Softkey Index Label URI
1 Submit SoftKey:Submit

The function keys and soft keys are listed in the following table:

Key Name Operation Function
Browse the input box up and down.
Up/Down Pressing the up/down
Key Note : Pressing theup/down key is not applicable
to SIPVP-T49GIP phones.
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Key Name Operation Function
Move the cursor left and right.
Left/Right Pressing theleft/right
Key key Note : Pressing theleft/right key is not applicable
to SIPVP-T49GCP860IP phones.
] o I f the wval ue o fandtthe ealudobd
Pressingthe digit keys ) B
Keypad the] e di t a"yes"ahed inpst character;
1~9, * and # keys ]
otherwise no response.
Pressing the Delete the character before the cursor in the
BackSpace ]
BackSpace soft key input box.
Pressing the Dot soft . ) »
Dot (.) « Input aj.Dia the input box at the cursor position.
ey
Submit Pressing theSubmit | Execute the command comprised of the URI and
ubmi
soft key input content.
Pressing the Exit Soft
key
Tapping (only for
SIP
Exit VP-T49G/SIRT48G/T4 | Exitfrom the current XML screen.
8S IP phoneg
Pressing the on-hook
key (only applicable
to CP860 IP phones)
Input mode switch, e.g.,switch the input m ode
oaB Pressing the2aBsoft |among J 2aBDZ J[lABMZ, | al
a
key Note : Pressing the 2aBsoft key is not applicable
to SIPVP-T49GIP phones.
Pressing the Input a space in the input box at the cursor
NextSpace .
NextSpacesoft key position.
If the value ®dDZt hehelL qd
enter the pre-dialing screen.
Off-hook/ Lin Off hook I f the val ue of thephoae wilo
e be no response to any operation.
Pressing theline
Key/Speaker Note : Pressing the line key is not applicable to
key/Speakerphone
phone Key/ Key! Off-hook key SIRT19P) E2/CP86AP phones. Pressing the
Off-hook Key off-hook key is only applicable to CP860IP
phones. Off hook is not applicable to CP860 IP
phones.
CancelKey | Pressingthe] XKBY | | fcangelActionD& not left blank, the function of
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Key Name Operation Function

X DZiskcalling the URI defined by
cancelActionDZ

—C =

If JcancelActionDig left blank,t he f unct i
key is returning to the idle screen

Note : PressXDagetyhé s not
SIPVP-T49G/SIRT19(P) EZCP860 IP phones.

The f unc®OK/SDY koefy Ji s thataf

) Pressing the]JOK/S DZ| | Su b mi t DZ
OK/S Key

key Note: Pr es sOKIS®dZ tklegy Ji s no
to SIPVP-T49GIP phones.

An example of the InputScreen object:

<?xml version="1.0" encoding="ISO-8859-1"?>
<YealinklPPhonelnputScreen
type="string"
Beep="yes"
Timeout="15"
LockIin="no">
<Title wrap="yes">Proxy Server</Title>
<URL>http://10.3.5.5/</URL>
<InputField>
<Prompt>User Name:</Prompt>
<Parameter>proxy</Parameter>
<Default></Default>
<Selection>1</Selection>
</InputField>
<InputField>
<Prompt>Password:</Prompt>
<Parameter>proxy</Parameter>
<Default></Default>
<Selection>2</Selection>
</InputField>

</YealinkIPPhonelnputScreen>
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In this example, when the user presseshe Submit soft key or OK/S key on the phone after
entering JadminDior the User Name and j222Dfor the password, the phone will call the

following URLs:

http://10.3.5.5/ ?proxy=admin& proxy=222& selection=1, if the position of the cursor is
located in the User Nameinput box.
http://10.3.5.5/ ?proxy=admin& proxy=222& selection=2, if the position of the cursor is

located in the Passwordinput box.

The screenshot of the SIRT23GIP phone user interface for reference is shown as below:

Proxy Serwver

Submit] 2b_PackSp

The screenshot of the SIPVP-T49GIP phone user interface for reference is shown as below:

08:33 Fri Oct 16

Proxy Server (® Textscreen

User Name: @ TextMenu

Password:

@ InputScreen

wx
« w DSS Key

®

R

BackSpace
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The screenshot of the SIRT46G IP phone user interfacefor reference is shown as below

Submit BackSpace

You can press theMore soft key to find more soft keys.

Directory Object

The Directory object allows users to browse an online directory in real time. The Directory
object is just like a remote phonebook. It displays an automatically numbered list of contacts.
After selecting a contact with the cursor, the contact can be dialed directly by pressing the
Send soft key, picking up the handset or pressing the line/ Speakerphonel off-hook key.

XML description of the Directory object:

<?xml version="1.0" encoding="1SO-8859-1"?>
<YealinkIPPhondirectory
destroyOnExit="yes/no"
defaultindex = "integer"
next = "URI'
previous = "URI'
Beep ="yes/no"
cancelAction="URI'
Timeout = "integer"
Lockln = "yes/no">
<Title wrap = "yes/no">Directory Title</Title>
<Menultem>
<Prompt>Contact Name</Prompt>
<URI>number</URI>
</Menultem>
<!--Additional Menu ltems may be added -->
<!--Additional soft key items may be added -->

</ YealinkIPPhond®irectory>
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The parameters of the Directory object are listed in the following table:

Parameter Position Type Value Description
YealinklPPh
) The root element of the
oneDirector Root tag mandatory none ) .
Directory object.
y
Select]yesD® return to the
previous XML object after
. exit. Selectj noD@ return to
destroyOnEx _ J yesd( _
) Root tag optional the previous screen,and
it j noDZz .
keep in the same XML
object after exit. Default
value isjnoDZ
Position of the cursor. If the
value is not specified or
] exceeds the number of
defaultindex Root tag optional Integer ) )
menu items, the cursor will
position on the first menu
item. Default value is 1.
Define the URIto be called
next Root tag optional URI when the user presses the
JNextDZoft key.
Define the URIto be
) ] executed when the user
previous Root tag optional URI

presses the] Pr e vsofo u

key.

Whether to play a tone
y e s O when the XML object is

—

Beep Root tag optional _
] n o Dz| opened. Default value is

jyesDZ

Define the URI to be called
cancelAction Root tag optional URI when the user cancels the
XML object.

If there is no operation at a
fixed interval (in seconds)
on the phone, the phone

. . . will automatically exit from
Timeout Root tag optional integer

the Directory screen If it is
set to 0, the phone will not

exit from the Directory

screen until pressing the
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Parameter

Position

Type

Value

Description

JExitDZoft key, | XDikey or
off-hook key, or

tapping
is 45.

. Default value

Note:I f J cancel
not left blank, the function
of J XDZkey is
defined by Jec
I f Jcancel Act
bl ank, the fu
key is returning to the idle

screen.

Note : Pressing the] XDikey
is not applicable to SIP
VP-T49G/SIRT19(P)
E2/CP860 IP phones.
Pressing the off-hook key is
only applicable to CP860 IP
phones. Tapping is
only applicable to SIP
VP-T49G/SIRT48G/T48S IP
phones.

LockIn

Root tag

optional

j yesO
] noDz

Ifitisset to Jye
phone ignores specified
function key events. Default
val ue Fosmoren oD
information, refer to the
function keys and soft keys

table shown next.

Title

Body

mandatory

string

The title of the address
book.

wrap

Title tag

optional

jyesi(

j noDZz

Whether to display the title
in multi -lines when the
content of the title is more

than one line.

(up to 3 lines for SIP-T27 IP
phones; up to 2 lines for
CP860/SIPT42G/T42S/T41
P/T41ST40P/T40G/T23P/T
23G/T21(P) E2/T19(P) E2 IP
phones; not limit for SIP
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Parameter Position Type Value Description
VP-T49G/SIRT48G/T48S/T
46GIT46ST29G with space
in title)
Select JyesDz
multi-l i nes, and
one line. Default value is
JyesDZ
Address item.
Menultem Body mandatory none
(Value ranges from 1to 30.)
Menultem ) The prompt of address
Prompt mandatory string ]
body item.
The operation of address
Menultem ]
URI bod mandatory URI item, such as the telephone
o
y number.
) . Refer to Customizable Soft
SoftKey Body optional string ) )

keys for more information.
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If there is no soft key defined in the Directory object, the LCD screen dispays the following

default soft keys:

For

CP860 SP-T46GT46S/ T42G/T42S/T41P/TA1BT40ATA0G/ T29G/T27P/T27G/T23PT23G/ T21(P)

E2T19(P) E2P phones:

SoftKey URI
Label
Index

1 Send SoftKeyDial
SoftKey:Previous

2 Previous
Executethe URIdefined by | Previ o
SoftKey:Next

3 Next
Executethe URIdefined by | Next DZ

4 Exit SoftKeyEXxit

For SIPVP-T49G/SIRT48GT48S IP phones:

SoftKey Index Label URI
1 Send SoftKeyDial
SoftKey:Previous
2 Previous
Execute the URIdefinedby J Pr evi
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SoftKey Index Label URI
SoftKey:Next
3 Next
Execute the URIdefinedby J Next [
The function keys and soft keys are listed in the following table:
Key Name Operation Function
Browse a contact up and down.
Up/Down Pressing the yo/down
Key key Note : Pressing theup/down key is not applicable
to SIPVP-T49GIP phones.
Turn pages.
Left/Right | Pressing the left/right
Note : Pressing theleft/right key is not applicable
Key key ¢ g Yy pp
to SIPVP-T49GCP860IP phones.
I f the wval ue o fthetfuhcdonafo c
the digit key is highlighting a contact . If the value
of t he LyesloZk Ipindne@wdl bg no
o Pressingthe digit keys | response.
Digit Key
1~9 Note: IP phones support one-digit number only. If
you press the digit that exceeds the maximum of
the menu items, the phone will be no response. It
is not applicable to SIP VRT49G IP phones.
Pressing the Send soft ) o
Send K Dial out the number of the highlighted contact.
ey
] Pressing the Previous ) . ]
Previous Execute the URIdefinedby] Pr ev.i ous DZ
soft key
Pressing the Next soft ) .
Next ‘ Execute the URIdefinedby] Ne x t DZ
ey
Pressing the Exit 2oft
key
Tapping (only for
SIP
Exit VP-T49G/SIRT48G/T4 | Exitfrom the current XML screen.
8S IP phoneg
Pressing the on-hook
key (only applicable
to CP860 IP phones)
Off-hook/ Off hook Ifthevalueof t he Lo arddthereisas |
LineKey/ | Pressing theline key/ | umber contained in the URItag, the phone will
Speakerph | SpeakerphoneKey/ dial out the number.
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Key Name Operation Function
one Key/ Off-hook key I f the val ue o fandthereisnoo c
Off-hook number contained in the URItag:
Key For pressing the line key, the phone will be no
response.

For off hook and pressing Speakerphone
Keyl/off-hook key, the phone will enter the
pre-dialing screen.

Ift he value of tadnétheteisak |
number contained in the URItag:

For off hook and pressing the line key, the phone
will dial out the number.

For pressing Speakerphonekey, the phone will be
no response to any operation.

Ift he value of tdnéthetedsadk |
number contained in the URItag, the phone will be
no response to any operation.

Note : Pressing the line key is not applicableto
SIRT19(P) E2/CP86AP phones.Pressing the
off-hook key is only applicable to CP860IP phones.
Off hook is not applicable to CP860 IP phones.

I fcangelActionDi& not left blank, the function of
] X DZiskcallyng the URIdefined by JcancelActionDZ

) If JcancelActionDig left blank,t he f unct i
CancelKey | Pressing the] Xkey ) ) )
key is returning to the idle screen

Note: Pressing the ] XDZSIPe
VP-T49G/SIRT19(P) EZCP860 IP phones.

The function of JOK/S DZ k ehe saims as that of
. Pressing the]OK/S DZ| JSendDZ

OK/'S Key ]
key Note: PressiiSdZtkleg Ji®@Knot

SIPVP-T49GIP phones.

An example of the Directory object:

<?xml version="1.0" encoding="1SO-8859-1"?>
<YealinklIPPhoneDirectory
defaultindex="1"
next="http://10.3.5.198/Image Menu.xml"
previous="http://10.3.5.198/ImageScreen.xml"

canceAction="http://10.3.5.198/ TextScreen.xml"
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Timeout="15"
LockIin="no">
<Title>My Directory</Title>

<Menultem>
<Prompt>Joy</Prompt>
<URI>10.2.11.163</URI>
</Menu Item>
<Menultem>
<Prompt>John Doe</Prompt>
<URI>1003</URI>
</Menultem>

</YealinkIPPhoneDirectory>

In the example, with the first item selected and taking SIP-T23GIP phone for reference:

Picking up handset, the phone will dial j10.2.11.163Z

Pressing the Speakerphone key, the phone will dial ] 10.2.11.163Z

Pressing the line key, the phone will dialj10.2.11.163Z

Pressing the Previous soft key, the phone will call http://10.3.5.198/ImageScreen.xml
Pressing theNext soft key, the phone will call http://10.3.5.198/Image Menu.xml.

Pressing the X key, the phone will call http://10.3.5.198/ TextScreen.xml

The screenshot of the SIRT23G IP phone user interface for reference is shown as below

Moy Directory

John Do
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The screenshot of the SIPVP-T49G IP phone userinterface for reference is shown as below:

1000 08 38 Fri Oct 16

MY Directory @ TextScreen

Joy

@ TextMenu

John Doe
@ InputScreen

@ Directory

=% DSS Key

®

The screenshot of the SIRT48G IP phone user interface for reference is shown as below:

20:20 Thu Mar 06

My Directory @ xml

[
~
g

<

S

2% DSS Key

“ Previous

The screenshot of the SIRT46G IP phone user interface for reference is shown as below:

Previous

Status Object

The Statusobject allows users to display a status message on a single designated line on the

phonegs idle screen when XML infor ma ohjectoani s

44

pushed



Yealink IP Phone XML Objects

remind users of received messages, missed calls, news, notify, etc.

XML description of the Status object:

<?xml version="1.0" encoding="ISO-8859-1"?>
<YealinkIPPhonétatus
Beep ="yes/no"
Session|D="String"
Timeout = "timeout"
>
<Message
Account = "user@server UR!
Icon= "icon index"
Size="normal/small/double/large"
Align="center/left/right"
Color="white/black/red/green/brown/blue/magenta/cyan/lightgray
/darkgray/lightred/lightgreen/yellow/li ghtblue/lightmagenta/lightcyan" >
Message</Message>
<!--Addition al Message Items may be added-->

</ YealinkIPPhonétatus>

The parameters of the Statusobject are listed in the following table:

Parameter Position Type Value Description
YealinklPPh The root element of the
Root tag mandatory none )
oneStatus Status object.

Whether to play a tone

] y e s O when the XML object is
] n o Dz| opened. Default value is
JyesDZ

Beep Root tag optional

Session IDis used to mark
different Status Objects. It
allows message change and
message reset.For more
information, refer to
SessionlD Root tag optional string remove status messages
from the display using the

same SessionlID.

Note: The SessionID must
be unique to the application
sending the XML object to
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Parameter Position Type Value Description

the phone.

The time for status
information display. The
phone will automatically
exit from the status screen
at a fixed interval (in
seconds) on the phone.

Timeout Root tal optional integer .
9 P 9 Default value is 30.

If itis set to O, the phone
will not exit from the status
screenuntil the server sends
a cancel request or the
phone reboots.

Message to be displayed or
empty to reset the message.
(Up to 10 instances for SIP
VP-T49G/SIRT48GT48S
with small font size.
Message Body optional string Up to 5 instances for
SIRT46G SIRT46Sand
SIRT29Gwith small font
size.

Only 1 instance for other
phone models)

Specify the registered
account for the status.
Account Messagetag optional string (To display the message,
this account must be
registered on the phone.)

Forward

] Icon used to index status
Icon Messagetag optional DND
message.

Message

Font size of the text.
J nor mgJsmallDA2 pt
jsmal |] nor m&pt Dz
Size Messagetag optional
jdoubll] doui2dmDz
jlarg|] | ar2gpetDz

Default wvalue
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Parameter Position Type Value Description

For
CP860ISIRT42G/T42S/T41P
IT41S/ TAORTA0G/ T27P/T27
GIT23RAT23G/T21(P)
E2T19(P) E2 This

parameter will be ignored.

J centq alignment of the message
Align Messagetag optional ] | e f t| display. Default value is
jrigh Jjl eftDZ

J whi t
bl ac

jredi( )
Color of the line.

11 ree
g For

J browl cpeeosipTA2G/TA2S/TALP
] bl ue| /T4l T40RTA0GI T27P/T27
ma g e n| GIT23AT23G/T21(P)
[ ¢y an| E2T18(P) E2This

Color Messagetag optional gt parameter will be ignored
g

—

—

and the text displayed is
dar kg

—

always black.
JLight) g gp
I 1T 9ht ) ynra96/sIRT48GITASSITA
Jyel | ¢ 6aT465T29G: Default
j1light
J1ight
t aDZ

v al uwhitaDZ ]

J1ight

An example of the Status object:

<?xml version="1.0" encoding="1SO-8859-1"?>
<YealinkIPPhoneStatus

Beep="yes"

SessionID="125"

Timeout="600">

<Message Size="large" Align="left" Color="red" Account="" Icon="Forward">Forward to

321</Message>

<Message Size="normal" Align="center" Color="black" Account="" Icon="DND">DND is

enabled</Message>
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<Message Size="small" Align="right" Color="green" Accou nt="" Ilcon="Message">1 New

Message</Message>

</YealinkIPPhoneStatus>

The screenshot of the SIRT23G IP phone user interface for reference is shown as below:

& 1023
K*Forward to 321
na3:45 59
2015-01-22

| Dir | DND | Menu_

The screenshot of the SIP VRT49G IPphone user interface for reference is shown as below:

1029
%ML B,

08:46 Fri Oct 16

@ TextScreen

@ TextMenu

@ InputScreen

@ Directory

@ Status

27 DSS Key

The screenshot of the SIRT48G IPphone user interface for reference is shown as below:
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