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Part 15 FCC Rules
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of the crossed-out wheeled bin symbol. Do not dispose of WEEE as unsorted
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Customer Feedback

We are striving to improve our documentation quality and we appreciate your feedback. Email

your opinions and comments to DocsFeedback@yealink.com
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GNU GPL INFORMATION

Yealink SIPT48S IP phone firmware contains thirdparty software under the GNU General Public License
(GPL). Yealink uses software under the specific terms of th&sPL. Please refer to the GPL for the exact
terms and conditions of the license.

The original GPL license, source code of components licensed under GPL and used in Yealink products
can be downloaded online:
http://www.yealink.com/GPLOpenSource.aspx?BaselnfoCateld=293&NewsCateld=293&Cateld=293
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About This Guide

About This Guide

Thank you for choosing the SIR-T48S IP phone, an ultraelegant Gigabit IP phone which is
exquisitely designed to provide business telephony features such as Call Hold, Call Transfer,
Busy Lamp Field Call Recording,Multicast Paging and Conference over an IP network.It also
features an enhanced user experience and nevy developed industrial designs, with a large
touch screen for easy and efficient use.

This guide provides everything you need to quickly use your new phone. First, verify with your
system administrator that the IP network is ready for phone configuration. Also be sure to read
the Packaging Contents and Regulatory Notices sections in this guide before you set up and use
the SIRT48S IP phone.

Note Network Directory and Network Call Log features are hidden for IP phones in neutral firmware,
which are designed for the BroadWorks environment. Pleasecontact your system administrator
for more information .

In This Guide

Topics provided in this guide include:

Chapter 1 Overview

Chapter 2 Getting Started

Chapter 3 Customizing Your Phone
Chapter 4 Basic CallFeatures

Chapter 5 Advanced Phone Features

Summary of Changes

This section describes the changes to this guide for each release and guide version.

Changes for Release 81, Guide Version 8 1.70

Major updates have occurred to the following sections:

Entering Data and Editing Fieldson page 38
Configuring an Access URLon page 90
DSS Key=n page 107

Auto Answer on page 138
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Do Not Disturb (DND) on page 147

Call Forwardon page 152

Call ParkRetrieve on page 168

Picking up an Incoming Call of the Monitored User on page 189

Receiving RTP Streanon page 212

BLF Ring Typds moved to Configuring Visual and Audio Alert for BLF Pickup on page 184.

Changes for Release 81, Guide Version 8 1.20

Major updates have occurred to the following sections:

Wallpaper on page 43

Screen Saveron page 47

vi



Table of Contents

Table of Contents

ADOUL ThiS GUIAE ... e Y
IN THIS GUIAE. ...t e ettt e e e e e s s bbbt et e e e e e e e s e nbnbeeeeaaaeesseannbeeeeaaaens V...
SUMMANY Of CRANGES. ... .eiiiiiiiiiee ettt e e s st e e s essbe e e e s anbe e e e enreeeeeaans] V.

Changes for Release 81, Guide Version 8L1.7.0..........cccoiuiiiiiiiiieee et sireee e V...
Changes for Release 81, Guide Version 81.20..........cccoiuiiiiiiiiieee it sireee e sreeee e Vi..

Table of CONENTS .....ooveeiie e Vi

(@ Y= VT 1
Hardware Component INSIUCIONS ........ocuviiiiiiiiiee et 1.
[oTo] o T 10 1S3 {8 o 1 o] o 1= PSPPSR 3.

[T LU0 | =R ¢ LU L3 (ol o 3
[T =V [olo o - T O PO TP PP PPPO 4...
1@ 11 1= oo 1= PRSP 8....
LED INSTIUCHIONS.....ctetieiiie e e ettt e e ettt e e e e e s e e e e e e e s e et aan e e e e e e e e eanentaeeeeaaeeeannnnnrnneees Q...
LT L1 =T o = Lo L3 PR 10.
Phone USEr INTEITACE.......ciie it er e e e e e e s ee e e e e e e e enanes 10
VAT oW =T ) (=] = Lo =S 10
[ To o0 4 1=T ) = 0] o £ RSO URERR 13
Getting Started ........oooveeiii e 15
PaCKaGING CONENES. ... .eiiiiiiiiiii ettt e s sttt e e s et e e e e abeeeeeeneee 15
OPLIONAI ACCESSOIES. ...eeieitieiee ittt ettt e e et e e e e aa bt e e e sbe e e e e s bb e e e e e nnbe e e e e narees 16
[ T TN 151 v= | = o o RPN 18
= V0T Q@ o T T =T 11 o SR 21
Connecting to the WIred NEIWOIK ........ceeeiiiiiiiiiiii e e e e e e e st e e e e e e e e 22
Connecting to the WiIreless NEtWOIK..........uuviiiiieiiiiciiieee e e e e e e e e e e e e nnenee 22
L T a1 IN LT (=11 (o] o S 22
L T TS r= L1 SRR 23.
BaSiC NEtWOIK SBUNGS ...eeeiiiiiiie ittt e e e nnb e e e nanes 24
Wireless NEetWOrK SEHINGS . ... .ueiieiiiiee ettt e e st e e ebee e e e 26...
ACtiVating the Wi-Fi MOGE .......coivii it e e s e e e e e e e e snnenneees 21..
Connecting to the WiIreless NEtWOIK ...........uuiiiiiiiiiiiiee e 27
Viewing the Wireless Network INformation ... s 31.
Managing the Saved Wireless NEtWOIK ..........cccuviiiiiie e 32
Disconnecting the Wireless Network CONNECHION...........ccvvviiiiieecie s e e 33

vii



User Guide for the SIRT48S IP Phone

Deactivating the Wi-Fi MOGE............oooiiiiiiiiiiee et 34
[RL=T0 R = L1 [o] PO PPUPTP PP PP PPPOPPPI 34..
TOUCH SCrEEN DISPIAY....ceeiiiiiiiiiiiiii ettt e s e e e nanes 35
Navigating Menus and FIeldS............ooiiiiiiii e 37.
Entering Data and Editing FieldS...........oociieiiiiiii et 38

Customizing Your PhoNe ... 43
GENETE SEIINGS ... eeieittiete ettt s e ekt e s st e e e b e e e e s abb e e e s e nbe e e e eanrreeeeannnes 43

=1l oF=T L= TP PUPPPPPP 43..

L] o L= L =] 0103 TP O PP PR PPPPPPRI 46

SCIEEN SAVEN.....eeiiiiii ittt e e rrre e e e e s e s s s ssnrnneeeneessessnnnnnneeeseesss SRl

POWET SAVING....eeiiiutteiee ettt ettt e e e sttt e sabe e e e as bbbt e e abbn e e e sannneeeesnnneeas 50

BACKIGNT. ...t e e nr e 53..

(O] 011 = ] SO PP PPRPPRPRPPS 54..

LABNQUAGE. ... 95..

THME & DALE ...eeeie ittt e s ab e e s st e e s bbb e e e ar e e e nnnne s 56.

AdMINISIALOr PASSWOIT.....cciiiiiiiiiiiiiii ettt esebr e e e s annneeas 59..

KBY AS SEINA.... .ottt ettt e e e e b e ares 59.

[ 010 ] L= e Lo PP P PRPUPPPPPRPOt 60.
F U o [T IS =] 11 g To L PP UPP T PUPRP P 63.

LYo 11811 T OO PU PP PUPPPP 63.

RING TONES ..ttt sttt e e st e e e e e bt e e e nb bt e e e e nabee e e s annbeeeeenees 65.

LGSV 0 G7..
COoNtACE MBNAGEMENT .....eiiiiiiei ittt e e e e e e s e e e e e s s s s asnnrereeeeeeenennnnnd 68

D1 C=Tot o] oY PRSP PPRPPP 68..

(o or= 1l DI {=Tox (o] Y/ PSP PP OPUPRPRPPIN 70

BIACKIIST. ...t e e 88..

REMOLE PNONE BOOK ... ...eiiiiiiiiiieiiiiee ettt e st e e e sbb e e anbneeeeas 90
(O 1| I o 113 (] Y = T F=To =T 4= 0| S PP PTPRP 9l

VIEWING HISIOIY RECOIUS.....ccoiiiiiiiiiiiiie ettt 92..

Placing a Call from HiStory RECOMAS .......oouuiiiiiiiiiie et 92

Adding a Contact to the Local Directory/BlackIlist............coceiiiiiiiiiiiieeceeiee e 93

(D=1 Lot T T o 115y (o] A =T o 0] (o S 94..

Disabling HiStOry RECOI.......uuiiiiiiiiiiie ittt e e 95..
Search SOUrCELISt iN DIAlING .....ccoiuiiiiiiiiiie e 96..
SYSEM CUSTOMIZALIONS . ....eeiiiiiiiee ittt et e ettt e e s sbb e e s sbte e e e s sebeeeeesnbaeeeenan 98

HEAASEE USE.... ittt sttt e e e et e e e s nbe e e e enbeas 98.

BIUELOOth HEAASEL........eiiiiiiee et e e 100

DS S K Y S ittt ettt e e e e e e et e e e e e e e e e e nne 107

ACCOUNT MANAGEIMENT ... r e e e e e e e e e e e e e e e e r e e e e e e e e e e e e e e aeaeeaaeees 118

(DT 1 o - o DR TPPRPRTPPRP 121

EMErgenCy NUMDE.......cooiiiiiii ettt e st e e e st e e e s abeeeeeaae 127

[} I =1 o 7= Lo PSSR 128

HOUINE ..o e e e e s e e s e sne e s e e nee e 128

viii



Table of Contents

Basic Call Features.............ccocvviiiiiiiiiiiiii i, 131
PIACING CalIS...... ittt e e e e et et e e e bt e e e r e e e e e e b e e areee 132
ANSWEING CAIIS....ce ittt s e e st e s e e e e nnnre e e e enees 134
ENAING CAlIS ...ttt e et e e e e et e e 136
Redialing NUMDEIS. ... 136
Recent Call IN DIaliNg.......ccoiiiiiiiiiiiiie ettt e s sanr e e e e e e s sbneeeeaans 136
AULO ANSWET ...ttt ettt ettt b ettt e ettt bttt bbb et e bbb 138
F U [ (o I L= [ -1 PP PO 140
(0= 1| I 001171 0] =1 1To] o TP O PP PP OPRRPPP 142
=T o | U PURP TP 143
CAll MULE ...ttt e e e e e e e ettt e et e e e s e sab et ee e e e e e e e e s e e nssbaeaeaaaeeeeeannreeneees 144.

MULING @ CAll ..ot s b e s et e e e eabre e e e nees 145
MUEING WHIIE D AIING ....eeeeiiiiiiie et e s 146
Call HOIA/RESUMIE.....cc ettt ettt e et a e e e s e e et e et e e e s e sabes e e e e e e e e e sensnbaneeaaeeeas 146
DO NOt DIStUID (DIND) ...uvteieeiiiiiiee ettt et e e st r e e s aabe e e e sbbb e e e s annneee s 147
(O 110 411V T (o PRSP 152
SEAtIC FOMWAITNG ....eeeeeeiiie ittt e st e e s s bt e e st e e e e enbe e e e e nnnees 152
DYNAMIC FOMWAITING ..eeeiivtieee ittt et e ettt e e e sab e e e s s bbe e e s eebe e e e e nnees 161
(O 1| I I = g ) = S PSSR 162
12 1o I I = 1 ] = PP PPRPRR 162
SemiattenNded TraANSIEL.......coi i e e e e e e e e e e 163.
F N (=T o 1= To I I =T 1 = SR 164
(0= 1| I V= 1T o Lo [OOSR POPPPP 164
(O] 01 1= =1 o[ - SRR 165
[T O] o1 (=T =7 o Tt S 165
NS Yo S @0 ) (=T =T o SRR 167
Call PArk/REIIHEVE. ... .. ettt e e e e e e et e e e e e e s s st eeeeeeeesssnnntnnanenaaanesanns 168
L O 1 o T [P 170
LI 1053 (= 0 1Y Yo 1= PR 173
(0= 1| I o] (U] o F PP PUPPPUPPPPTN 175
Directed Call PICKUPD.......ciiiiiiiie ittt ettt e sbre e et e e s abe e e e e e 175
LT {001 o J@F= 1| I o (U o TS 177
Y o )Y/ 40 10 S - 1| TSRS 179
ANONYMOUS Call REJECLION ......vviiiiiiiiiee ettt ettt e e et e e s snba e e e 180

Advanced Phone Features ..........ccccovviiieiiiiiiiiiecn e 183

BUSY LampP FIEl (BLE)....ceiiiiieiieiiiiiee ettt sttt e s bt e e s snbe e e e s snbneeeenans 183
Configuring the BLF Feature on the [P PhONE..........c..ooiiiiiiiiie e 183
Using BLF Feature on the 1P PRONE..........ooiiiiii e 188

2 I T PSRRI 190

(@= 1| I Sd=Tolo] o 1 s o TR SRR 192
Recording Using @ USB Flash DIVE..........ccuviiiiiiiiiiieieee e e e e es s e e 193



User Guide for the SIRT48S IP Phone

Recording UsiNg @ RECOM KEY........ccciiiiiiiiiiiiiie ittt 200

[ (o1l D=2 o Lo [ OO TP OPPRPON 203

L a1 (=T oo 1 o PP PPPPPPPPPPTPIN 205
Configuring the Intercom Feature on the IP PhoNe............cooviiiiiiiiiiee e 205
USING INEEICOIM ..eiiiiiiiie ettt e e e it e e e ab e e e e e e abb et e e e snbe e e e e anreeeeannes 207
U] L Toro T = Vo o o [ TP TP PPOPRPPP 208
SENAING RTP SIIEAM....ciiiiiiiiiiiii ettt r e sttt e s snre e e e e nbb e e e s anbeeeeeannes 209
RECEIVING RTP SIrEAML.....eiiiiiiiiiiiiitiii ettt e s e b e e e e e e 212
USING MUIICAST PAGING. ....citteeeeiiitiiee ettt et e st e e e snre e e e s st e e e e sbneeeeeas 214
MUSIC ON HOIA (MOH) ...t e s e et e e e s sbneeeeaans 215
Automatic Call DiStribUution (ACD).......ccciiuiiiiiiiiiie et e e 216
Shared Call APPEAraNCE (SCA)..... ittt e sbree e e s sbeeeeean 219
Configuring SCA Feature on the IP PhONE.........coooiiiiiiiic e 220
Using SCA Feature onthe IP PhON@..........oooiiiiii e 226
Bridged Line APPearancCe (BLA)......oocuu ittt 233
Configuring BLAFeature on the IP PRONE..........oooiiiiiiiiiiiiec e 234
Using BLA Feature on the [P PRONE..........oooiiiiie e 237

Y LSTEST= Lo [ 238.
Short Message SEerviCe (SMS).....coiuiiiii ittt 238
VOICE MalL ... e e a e e 242
Message Waiting INdicator (MWI) ........cooiuiiiioiiiie e 244
Regulatory NOLICES  ...cooveiiieii e 247
SEIVICEAGIEEIMEINTS ... iittiie ettt ettt e ettt e ettt e e e sttt e e e sttt e e e sabe e e e e s beeeeesbbeeeessnbbeeeeabaeeaenas 247
Limitations Of LIiability ........cooiiiiieiii e 247
SaAfEtY INSTIUCHIONS .....eiiiiiiiie ittt e b e et e e s sabb e e e e sanreeee e 247
Y o] 1= [ [ P 249
APPENIX A § TIME ZONES.....eiiiitiiie ittt iet ettt s st e e s b bt e e s et b e e e e enabee e e s annbeeeeeannees 249.
APPENTIX B G MENU SEIIUCIUIE .....eiiiiiiiii ittt e e eenee s 251
INAEX 253



Overview

Overview

This chapter provides the overview of the SIRT48S IP phone. Topics include:

Hardware Component Instructions
Icon Instructions

LED Instructions

User Interfaces

Documentations

If you require additional information or assistance with your new phone , contact your system
administrator.

Hardware Component Instructions

The main hardware components of the SIRT48S IP phone are the touch screen and the keypad.
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Hardware component instructions of the SIP-T48S IP phone are:

Item

Description

>

Power Indicator LED

Indicates call status, message status and phoné system
status.
call

H Recei ves aHKFastffashiagni n g

HO Receives a voi c&Slowdlashingor t

<

Touch Screen

The screen is touchsensitive. Tap to select and highlight
screenitems.

Shows information about calls, messages, soft keys, time, date
and other relevant data:

Hb Defaul t
R Cal | i KcéllertDycalkduration
H lcons (figgr
HU Mi ssed call
Hi Pr omi ff otr e x txSaving dordig file]DJ
Hime and date

account

exampl e, )

t ext or second

HEADSET Key

Toggles and indicates the headset mode.

< | <

MUTE Key

Toggles and indicates mute feature.

N\

HOLD Key

Places a call on hold or resumes a held call.

N~

TRANSFER Key

Transfers a call toanother party.

Speakerphone Key

Toggles and indicates the hands-free (speakerphone) mode.
The key LED illuminates solid green when handsfree

(speakerphone) mode is activated.

MESSAGE Key

Accesses voice messages.

N«

REDIAL Key

Redials a previouslydialed number.

N¢

©OJ0,

HPosition the wi thin

HEnable or disable fields.

cursor

GO

HI'urn pages or scroll through values for a field.
H&croll through items.
HAccess History and Directory respectively.

Confirms actions or answersincoming calls.

O

Cancels actions or rejects incoming calls.

Volume Key

Adjusts the volume of the handset, headset, speaker, ringer or

media.

Keypad

Provides the digits, letters and special characters in

context-sensitive applications.

Speaker

Provides handsfree (speakerphone) audio output.

Hookswitch Tab

Secures the handset in the handset cradle when the IP phone
is mounted vertically. For more information on how to adjust
the hookswitch tab, refer to Yealink Wall Mount Quick
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Item Description

Installation Guide for Yealink IP Phones

HU Picking up the handset fro

] hookswitch bounces and the phone connects to the line.
Hookswitch .
HU Laying the handset down on

disconnects from the line.

lcon Instructions

Feature Status Icons

Icons appearing on the status bar are described in the following table:

Icons Description

Wired network is unavailable

Hands-free (speakerphone) mode

=/
\’u Handset mode
: § Headset mode
Voice Mall
Text Message
Auto Answer
(-] Do Not Disturb (DND)
'y'l_-) Keep Mute

Ringer volume is 0

Phone Lock

« Missed Calls

Call Forward

U

@ Recording starts successfully (Using a USB flash drive)
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Icons

Description

©

Recording is paused (Using a USB flash drive)

Bluetooth mode is on

&e

Bluetooth headset is both paired and connected

Wi-Ficonnection is successful

Wi-Fi connection failed

Wired network is unavailable

Line Key Icons

Icon indicator (associated w

ith line key features):

Icons

Description

Hold/Public Hold
Private Hold

DND

Voice Mail

SMS

Direct Pickup

Group Pickup

DTMF

Prefix

Local Group
XML Group

LDAP

XML Browser

Conference

Forward
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Icons Description
Transfer
ReCall
Record
URL Record
L&) Recording starts successfully (Record/URL Record)

Multicast Paging
Group Listening
Paging List

Hot Desking

Zero Touch

URL

Phone Lock

Directory

Speed Dial

Icon indicator (associated with line)

Icons Description
ad The private line registers successfully
.l The shared/bridged line registers successfully
Register failed
o Registering
(Flashing)
' — o DND is enabled on this line

Call forward is enabled on this line
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Icon indicator (associated with call park/retrieve park)

Icons Description

‘ Call Park Park successfullyCall park idle state)

Call Park Park failed)

w\; Call Park (Call park ringing state)

Retrieve Park

Icon indicator (associatedwith BLF/BLF List

Icons Description
- BLF/BLF Listdle state
5. BLF/BLF list ringing state
(Flashing)
a2 BLF/BLF list callout state
(Flashing)
B BLF/BLF list talking state
i BLFhold state
." BLF list call park state
i BLF/BLF List failed state

Note You can also customize the BLF key LED status and BLF key behavi®leasecontact your system
administrator for more information

Icon indicator (associated with intercom)

Icons Description
- Intercom idle state
-’ Intercom ringing state
'i" Callout Intercom callout state
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Icons Description
. Intercom talking state
4 Talking 9
. Intercom failed state
Icon indicator (associated with ACD)
Icon Description
Log in the ACD system
- | The ACD status is available

The ACD state is Wrap up

The ACD status is unavailable

Log out of the ACD system

Icon indicator (associated with a shared ling

The local SCA phone indicates the phone is involved in an SCA call, while the monitoring SCA

phone indicates the phone is not involved in the SCA call.

(for monitoring SCAphone)

Icon Description
D The sharedline is idle.

_::".:'

. The shared line is seized.

P8 The shared line receives an incoming call.
(Flashing)
_5:3_“
- The shared line is dialing.
(Flashing)
"1' The shared line is in conversation.
T The shared line conversation is placed on public
<0 hold.
= The shared line conversation is placed on private
(
D

hold.
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Icon Description

(for local SCAphone)

a

(for monitoring SCAphone)

The shared line conversation is barged in by the

other shared line party.

For a multi-party call, all the shared line parties
participating in this call place the shared line

conversation on hold.

Icon indicator (associated with a bridged line)

The local BLA phone indicates the phone is involved in a BLA call, while the monitoring BLA

phone indicates the phone is not involved in the BLA call.

Icon Description
7 The bridged line is idle.
_'Eﬁ

. The bridged line is seized.

(for monitoring BLAphone)

- —
1.
v,

(Flashing)

The bridged line receives an incoming call.

T

o
(Flashing)

The bridged line is dialing.

The bridged line is in conversation.

The bridged line conversation is placed on hold.

Other Icons

Icon indicator (associated with call recording)

Icon

Description

Recording box is full (Using a record key)

S
u
n‘gij

A call cannot be recorded (Using a record key)




Overview

Icon

Description

Recording starts successfully (Using a record
key)

Recording cannot be started (Using a record

key)

{ ):] )

Recording cannot be stopped (Using a record
key)

Icon indicator (associated with call history)
Icon Description
tf Received Calls
tf Placed Calls
t;"'." Missed Calls
Forwarded Calls
Icon indicator (associated with contact)
Icon Description

The default caller photo and contact icon

LED Instructions

Note

Power Indicator LED

LED Status Description
Solid red The phone isinitializing.
Fastflashing red The phone is ringing.
Slow-flashing red The phone receives a voice mail or text message.
The phone is powered off.
The phone is idle.
Off The phone is busy.

The call is placed on hold or is held.

The call is muted.

The above introduces the default LED status.The status of the power indicator LEDis
configurable via web user interface. For more information, contact your system administrator.
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User Interfaces

Two ways to customize configurations of your SIP-T48SIP phone:

The user interface on the IP phone.
The user interface in aweb browser on your PC.

The hardware components keypad andtouch screen constitute the phone user interface, which
allows the user to execute all call operation tasks and basic configuration changes directly on
the phone. In addition, you can use theweb user interface to access all configuration settings. In
many cases it is possible to use either the phone user interface and/or the web user interface
interchangeably. However, in some cases, it is only possible to use one or the other interface to
operate the phone and change settings.

Phone User Interface

Note

You can customize your phone by tapping E to accessthe phone user interface. The
Advanced option is only accessibleto the administrator, and the default administrator password
i s ] a dasesen8iivd). For more information on customizing your phone with the available
options from the phone user interf ace, refer to Customizing Your Phoneon page 43.

For a better understanding of the menu structure, please refer to Appendix B § Menu Structure
on page 251.

Web User Interface

Note
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In addition to the phone user interface, you can also customize your phone via web user
interface. In order to accessthe web user interface, you need to know the IP address of your
new phone. Toobtain the IP address,press the OK key on the phone when the phone is idle.
Enter the IP address (e.g., http://192.168.0.10 or 192.168.0.10 for IPy4
http://[2005:1:1:1:215:65ff:fe64:6e0a] or [2005:1:1:1:215:65ff:fe64:6e0apf IPv6) in the address
bar of a web browser on your PC. The defaultadministrator user name and password are both

JadminDiase sensitive).

The access to the Advanced settings of the Account or Network via web user interface may be
blocked by the webbr owser (e.g., Chrome, Firebox) if



Overview

The main options you can use to customize the IP phone via phone user interface and/or via
web user interface are listed in the following table:

Options Phone User Interface Web User Interface
Status
--1Pv4
--MAC
--Firmware é S
--Network
--Phone
--Accounts
Basic Phone Settings
--Wallpaper
--Wallpaper on the Idle Screen S
--Wallpaper with Dsskey Unfold S ‘

--Transparency S S
--Screen Saver S
-- Power Saving X
--Backlight S
--Contrast S X
--Language S
--Time & Date S
-- Administrator Password S
--KeyAs Send S
--Phone Lock S
--Audio Settings

--Ring Tones S

--Key Tone S
-- Contact Management

-- Directory X

--Local Directory S

--Blacklist S S

--Remote Phone Book x
--Call History Management S
-- Search Source List in Dialing x
--Headset Use S
-- Bluetooth Headset S
--DSS Keys S
--Account Registration S
--Dial Plan x
--EmergencyNumber X
--Live Dialpad x
--Hotline S

11
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Options

Phone User Interface

Web User Interface

Basic Call Features

--Recent Call In Dialing

X

--Auto Answer S
--Auto Redial S
--Call Completion S
--ReCall S
--Do Not Disturb (DND) S
--Call Forward S S
--Call Transfer S
--Call Waiting S
--Conference x
--Call ParkRetrieve S
--Call Pickup S
-- Anonymous Call S
--Anonymous Call Rejection S
Advanced Phone F eature s
--Busy Lamp Field(BLF) S
--BLF List X
--Call Recording S
--Hot Desking S
--Intercom S .
-- Multicast Paging x S
--Music on Hold x
-- Automatic Call Distribution (ACD) X
--Shared Call Appearance (SCA) X
--Bridged Line Appearance (BLA) X
--Messages S
SIP Account
--User Options
-- Activation S
--Label S
--Display Name S
--Register Name S
--User Name S ‘
--Password S S
--Server Options
--SIPServer1/2 S
--Register Port X
--Outbound Status S
--Outbound Proxy1/2 S
--Fallback Interval S




Overview

Options Phone User Interface Web User Interface
--NAT Status S
Note The table above lists most of the feature options. Please refer to the rekevant sections for more

information .

Documentations

The following table shows documentations available for the SIP-T48S IP phone.

Name Contents Where found Language
Basic call features In the package English
Quick Start Guide and phone
customizations On the website English/Chinese
Phone/Web user
interface settings
User Guide Basic call features On the website English/Chinese

and advanced
phone features
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Getting Started

Getting Started

This chapter providesthe following basic installation instructions and information for obtaining

the best performance with the SIP-T48S IP phone.Topics include:

Packaging Contents

Phone Installation

Network Connection

Phone Initialization

Phone Status

Basic Network Settings
Wireless Network Settings
Registration

Touch ScreenDisplay
Navigating Menus and Fields

Entering Data and Editing Fields

If you require additional information or assistance with your new phone, contact your system

administrator.

Packaging Contents

The following components are included in your SIP-T48S IP phone package:

. SIP-T48S IP Phone

' N
Yealink U

T48S

c— Co )
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. Phone Stand

. Handset & Handset Cord

. Ethernet Cable (2m CAT5E UTP cable)

. Quick Start Guide

Check the list before installation. If you find anything missing, contact your system
administrator.

Optional Accessories

The following items are optional accessories for your SIRT48S IP phone. You need to purchase
them separately if required.



Getting Started

. Wall Mount Bracket

. Power Adapter (5.5mm DC plug)

. Headset YHS32/YHS33

. Wireless Headset Adapter EHS36

. Bluetooth USB Dongle BT40

17
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. Wi-Fi USB Dongle WF40

Note We recommend that you use the accessories provided or approved by Yealink. Theuse of
unapproved third -party accessoriesmay result in reduced performance.

Phone Installation

If your phone is already installed, proceed to Phone Initialization on page 22.
This section introduces how to install the phone:

1) Attach the stand or the optional wall mount bracket
2) Connect the handset and optional h eadset
3) Connect the optional USB flash drive

4)  Connect the power

1) Attach the stand or the optional wall mount bracket

Desk Mount Method

/
Desk Mount Method * &\

S AR
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Wall Mount Method (Optional)

Note The hookswitch tab has a lip which allows the handset to stay on-hook when the IP phone is
mounted vertically.

The top two slots are plugged up by silica gel. You need to pull out silica gel before attaching the
wall mount bracket. For more information on how to attach the wall mount bracket, refer to
Yealink Wall Mount Quick Installation Guide for Yealink IP Phones

2) Connect the handset and optional headset

L g
=

Note The EXT port can also be used to connect an expansion module EXP40.

For more information on how to use EHS36 and EXP40, refer toYealink EHS36 User Guidand
Yealink EXBO User Guide
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3) Connect the optional USB flash drive

Y 7
F\\\E @ lll/ :'\ ."llj/f ......................
[— =7
— —
|| | orcend| | |
— 0 =7

Note The USB flash drive should be purchased separately if required.

The USB port can also be used to connect the Bluetooth USB dongle BT40 or WFi USB dongle
WF40. The Bluetooth USB dongle BT40 and WFi USB dongle WF40 should be purchased
separately. For more information on how to use the BT40 and WF40, refer to Yealink Bluetooih
USB Dongle BT40 User Guidand Yealink WiFi USB Dongle WF40 User Guide

4)  Connect the power

You have two options for power connections. Your system administrator will advise you which

one to use.

AC power (Optional)

Power over Ethernet (PoE)

AC Power (Optional)

To connect the AC power:

1. Connectthe DC plug on the power adapter to the DC5V port on the phone and connect the

other end of the power adapter into an electrical power outlet.

. 7 Power Adapter
{". / (DC 5V)
| )
| (! f
SO e }];
— —_—— —
—= —=
| —— [——
“ BE5En AC Pu%) i
= er Option -

e I ]
= —TN SIETE O

| | T

Note The IP phone should be used with Yealink original power adapter (5V/2A) only. The use of the
third -party power adapter may cause the damage to the phone.
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Note

Power over Ethernet

With the included or a regular Ethernet cable, the SIRT48S IPphone can be powered from a
PoE compliant switch or hub.

To connect the PoE:

1. Connect the Ethernet cable betweenthe Internet port on the phone and an available port
on the in-line power switch/hub.

= =[]
| | [ oomep ®

PoE { Power over

- wo——mt—| Ethemnet ) Option
L s

IEEE 802 3af compliant
PoE HubySwitch

Ifinl i ne power is provided, you dondgt need to
sure the switch/hub is PoE compliant.

Important! Do not remove power to the phone while it is up dating firmware and configurations.

Network Connection

You havetwo options for network connection. You can select one of them according to the
current office environment.

Connecting to the wired network

Connecting to the wireless network
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Connecting to the Wired Network

You can connect your phone to a wired network.

Before connecting your phone to the wired network , it is important to note that the Wi-Fi
feature should be disabled. For more information, refer to Connecting to the Wireless Network
on page 22.

PC Connection
(Optional)

PC

AC Power Option -

S
‘__l—||_ — ‘Jl_. .__l_.
1 |(|'j\| L
- AL
Note The phone can also share the network with another network device such asa PC (personal

computer). Thisis an optional connection. We recommend that you use the Ethernet cable

provided by Yealink. The PC port may be disabledcontact your system administrator for more
information .

Connecting to the Wireless Network

Yealink SIRT48S IP phonesupports Wi-Fi feature. You can connect your phone to a wireless
network. The wirelessnetwork is more convenient and cost-effective than wired network. The PC
port is unavailable when using wireless network. For more information on how to connect to a

wireless network, refer to Wireless Network Settings on page 26.

Phone Initialization

After your phone is powered on, the system boots up and performs the following steps:

Automatic Phone Initialization

The phone finishes the initialization by loading the saved configuration. The touch screen
displaysiWe | come | ni t i a |D@wingnhe AiRalizaters e wai t
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DHCP (Dynamic Host Configuration Protocol)
The phone attempts to contact a DHCP server in your network to obtain valid IPv4 network

settings (e.g., IP address, subnet mask, default gateway address and DNS address) by default.

Note If your network does not use DHCP, proceed to Basic Network Settings on page 24.

Phone Status

You can viewphone status via phone user interface or web user interface.

Available information of phone status includes:
General information (IPv4 addressor IPv6 address, MAC address and firmware version).
IPv4 uses a 32bit address.

IPv6 is an updated version of the current Internet Protocol to meet the increased
demands for unique IP addresses, using a 128bit address.

Network status (IPv4 status orIPv6 status, IP modeand MAC address.

Phone status (product name, hardware version, firmware version, product ID, MAC address
and device certificate status).

Account status (register status of SIP accounts)

To view the phone status via phone user interface:

1. Press , Or tap m ->Status.

73 240163 Status 10:03 Wed, Nov 30
General [ 1. IPv4: 10.2.20.217
Network 2. MAC: 00:15:65:51:D7:7F
Phone 3. Firmware: 66.81.0.40

Accounts

S

2. Tap the desired item to view the specific information.
To view the phone status via web user interface:

1. Open aweb browser on your computer.

2. Enter the | P address i,andthdngressthebEmwerday.0s addr ess
(eg,jhttp://192.168.0.10DbZfor | Pvd or Jhttp://[2005:

23
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3. Enter the user name (admin) and password (admin) in the login page.

Log i 1 Gigabit Color IP Phone SIP-T485

Username admin

Password eeses

4. ClickLogin to login.

The phone status is displayed on the first page of the web user interface.

English(English) -

Yealink | s

Account Network Dsskey Features Settings Directory Security

Status Version @ NOTE
Firmware Version 66.81.0.40
Version
Hardware Version 65.0.0.2.0.0.0 It shows the version of firmware
and hardware.
Device Certificate (@)
Network
Device Certificate Factory Installed It shows the network settings of
Internet (WAN) port.
Network @
Account
Internet Port P4 It shows the registration status of
SIP accounts.
wva @
I3 You can diick here to get
WAN Port Type DHCP more guides.
WAN IP Address 10.2.20.219
Subnet Mask 255.255.255.0
Gateway 10.2.20.254
Primary DNS 192.168.1.20
Secondary DNS 192.168.1.22
Note If IP mode of the phone is configured as IPv4 & IPv6 , you can enter either of them in the

br owser ¢ s tadiavthe phene btaus. IPv6is not available on all servers. Contact your
system administrator for more information.

Basic Network Settings

If your phone cannot contact a DHCP server for any reason, you needto configure network
settings manually. The IP phone can support either or both IPv4 and IPv6 addresses.
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To configure the IP mode via phone user interface:

1. Tapa ->Advanced (default password: admin) ->Network ->WAN Port .

2. Tap the gray box of the IP Mode field, and then selectthe desired value (IPv4, IPv6 or IPv4
& IPv6 ) from the pull -down list.

3. Tapthe Save soft key to accept the change or to cancel.
You can configure astatic IPv4 address for the IP phone. Before configuring it, make sure that
the IP mode is configured as IPv4 or IPv4 & IPV6.

To configure a static IP v4 address via phone user interface:

1. Tapa ->Advanced (default password: admin) ->Network ->WAN Port ->1Pv4.
2. Tap the gray box of the Type field, and then select Static IP from the pull -down list.

3. Enter the desired value in the IP Address, Subnet Mask, Default Gateway, Pri. DNS and
Sec.DNS field respectively.

4. Tapthe Save soft key to accept the change or to cancel.

You can configure a static IPv6 address for the IP phone. Before configuring it, make sure that

the IP mode is configured as IPv6 or IPv4 & IPv6.
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